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KV 40KV Configuration 12N14P
Stator Dimension (mm) 3 Stator Height (mm) 15
AWG. 18 250mm Length Motor Dimension (mm) ©375x495
Weight Including Cable (g) 115,80 Magnet Ne2H
Internal Resistance(mQ) 5440 Idle Current@15V (A) 126
No. of Cells(Lipo) (S) 6 EsC 65504
Max power (W) 114954 Propeller 12inch
Max Current (A) 4830 Hipot test@500V AC PASS
Dynamic balance =
requi R taridarsies =6mg Impluse winding test PASS
Thrust | Copper wire
o Noi | ZISB. | (Tnvoster| (Veraas | Cutei: | ppuy | Fmriatiggn ||| PECEOWL efficiency | temperature
(inch) (%) () ) w)
(cw) c)
30 240 14 3626 350 3360 1042
40 240 42 5324 780 100.80 774
50 240 70 6326 1140 168.00 679 033C
S5 | o | e 240 | 124 | 7643 1680 20760 565
saokv | 'ZH (Ambiert
70 239 191 8762 2220 45649 486 temperature s
Duablade i
80 239 282 9892 2850 67398 423
90 238 410 11046 3600 97580 369
100 238 483 11581 4020 114954 350
The temperature is motor inside copper wire temperature @ 100% throttle running 1 mins.
‘The test base on 2018 BrotherHobby bench for reference only.
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KV 900KV Configuration 12N14P
Stator Dimension (mm) 31 Stator Height (mm) 15
AWG 18# 250mm Length Motor Dimension (mm) ©375%495
Weight Including Cable (g) 11500 Magnet Na2H
Internal Resistance(m@) 5343 Idle Current@10V () 7
No. of Cells{Lipo) (S) 6s EsC 65-40MB0A
Max power (W) 1000Wi1B65W Propeller 9-10inch CF
Max Current (A) 40.3067.4A Hipot test@500V AC PASS
Dynshicbalaito <émg Impluse winding test PASS

requirement standards

Thrust | Copper wire

Item No. Prop | Throttle | Vaitage | Current RPM Thrust Input Power efficiency| temperature

nch) |6 || A) () [ m o
20 | 252 | 08 | 3158 | 150 2016 744
: 158.76 .
) 40 | 252 | 63 | 7194 | 880 554 e
3115 | 1045
900KV| CF (Ambient
60 | 251 | 188 | 10348 | 1920 47188 407 | temperatureis
Dualblade
286T)
80 | 249 | 433 | 13333 | 3270 1078.17 303
100 | 247 | 67.4 | 15020 | 4230 166478 254

Thrust | Copper wire

fomNo.| ProP | Throttle | Valtage |Current | oy | Thrust | InputPower | et | ORRT S

inch) | C4) | W) | @) @ W o o
20 | 252 | 04 | 3042 | 70 10,08 694
40 | 252 | 40 | 8055 | 570 10080 565
3115 | 9045 (::‘:Em
900KV | CF 60 252 100 | 11196 | 1230 252.00 488 | temperature is
Duablade 286C)
80 | 251 | 257 | 15321 | 2370 64507 367
100 | 249 | 403 | 17816 | 3210 1003.47 320

The temperature is motor inside copper wire temperature @ 100% throttle running 1 mins.
The test base on 2018 BrotherHobby bench for reference only.
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KV 1050KV Configuration 12n14p
Stator Dimension (mm) 3 Stator Height (mm) 15
AWG 184%.250mm Length Motor Dimension (mm) 037 5%495
Weight Including Cable (g) 1023 Magnet N2
Internal Resistance(m®) 3516 Idle Current@10V () 231
No. of Cells(Lipo) (5) os EsC 65 608
Max power (W) 133104 Propeller Oinch
Max Current (A) 520 Hipot test@500V AC PASS
it <6mg Impluse winding test PASS
HemNo. | o | oM | Vetage | CUent | Rem | Thrust (o | inputpower (W) n:(lh;lm”ov).zy &::;:er;::
30 200 | 27 | es53 360 6480 556
) 240 | 60 | 8955 720 14400 500
50 240 | 103 | 10950 1080 24720 437
13;;;\/ 0047 [ & 239 | 160 | 12156 1530 38240 400 (Z.Z‘:Em
Dualblade| 70 239 226 14358 1990 540.14 368 'E"';Z";é‘:‘:e is
80 238 | 362 | te188 | 2150 86156 319
%0 237 | 482 | 18288 3320 14234 291
100 | 237 [ s62 | 19195 3710 133194 283

The temperature is motor inside copper wire temperature @ 100% throttle running 1 mins.

The test base on 2018 BrotherHobby bench for reference only.
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requirement standards
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KV 1200V Configuration 12N14P
Stator Dimension (mm) 31 Stator Height (mm) 15
AWG 18#,250mm Length Motor Dimension (mm) 037.5%49.5
Weight Including Cable (g) 11066 Magnet N52H
Internal Resistance(mQ) 2597 Idle Current@10V (&) 266

No. of Cells(Lipo) (S) 65 EsC 65 90A
Max power (W) 20552 Propeller sinch

Max Current (A) 8.0 Hipot test@500V AC PASS
Dyrisicbalsic <6mg Impluse winding test Pass

requirement standards

Prop | Throttle | Valtage | Current Thrust | Input Power I fConpsawits
temNo- | finch) | ean | W) e (|SRE ) w) St | Eld
3 | 240 | 45 | 754 | 500 108.00 463
40 240 107 10422 970 256.80 378
s | 239 | 155 | 11893 | 1210 37045 343 1026
1:;;:\’ 8045 | e 239 | 248 | 13887 | 1760 592.72 297 e
Duablade| 70 | 238 | 350 | 15538 | 2230 833.00 268 |iameniweis
80 236 | 546 | 17799 | 2070 128856 230 "
0 | 235 | 736 | 1940 | 3520 172960 204
100 | 232 | sse | 20843 | 4120 205652 200
KV 1200k Configuration 1214p
Stator Dimension (mm) 31 Stator Height (mm) 15
AWG 18#,250mm Length Motor Dimension (mm) ©37.5x49.5
Weight Including Cable (g) 11066 Magnet N52H,
Internal Resistance(mQ) 2597 Idle Current@10V (A) 266
No. of Cells(Lipo) (5) 6s ESC 65 808
Max power (W) 188470 Propeller ginch
Max Current (A) 80.20 Hipot test@500V AC PASS
Dypsnic bijanics. <émg Impluse winding test Pass

Thrust | Copper wire

RS
(W) )
0 | 260 | 37 | 1480 | a0 8880 520
w0 | 240 | 75 | orst 860 180.00 478
50 | 240 | 136 | 1207 | 1300 326.40 an S
315 | 9047 [ 60 239 | 203 | 13805 | 1770 48517 365
1200KV|  CF (Ambiert
Duablade| 70 | 238 | 307 | 15860 | 2400 73066 328 |iemperatureis
80 237 | 463 | 18051 | 3120 109731 284 N1
90 236 655 20081 3940 1545.80 255
100 | 235 | s02 | 21218 | 4480 188470 238

The temperature is motor inside copper wire temperature @ 100% throttle running 1 mins.
The test base on 2018 BrotherHobby bench for reference only.





