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Host 
Keys Function :
1.  SELECT: OK Key, Press this key to play after selecting the song. Long press for remote control code function.
2.  VOL ▽: Volume decrease key, press this key for a short time to decrease the volume by one grade, and press this key for a long time to decrease the volume continuously.  

3.  VOL △: Volume increase key, press this key for a short time to increase the volume by one grade, and press this key for a long time to increase the volume continuously.
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: Play/Pause, Press for one time to play, and press again to stop.

5.  SOUND △: Previous song, press this key for a short time to play the previous song, and press this key for a long time to jump forwards to select the song until releasing.

6.  SOUND ▽: Next song, press this key for a short time to play the next song, and press this key for a long time
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: Speaker selection key, the system defaults to the internal and external speaker sound, press one time internal speaker play, press again external speaker play,press third time both speakers play. Long press for updating all songs .
8.  RECALL: Return key, remember the song of the last time. Long press for increase contrast .

9.  DECOY: Trap key, interface 3 connects (number from left to right) to the external trap device, press this key for one time to output the voltage of 12V, wherein the voltage output of one second is carried out at the interval of one second. Long press for decrease contrast .
II. Description of interface function (from left to right):

1.  Interface 1: External bell, in which a 4 ohms speaker can be inserted.
2.  Interface 2: External audio input port, in which an external MP3 player can be connected.
3.  Interface 3: Trap output port, the DC voltage of 7 to 16V will be output once per second by pressing the trap key.

4.  Interface 4: External power input port, in which the DC voltage of 7 to 16V can be input.

5.  Power switch: The machine will be started automatically when the switch is shifted to ON, and the machine will be closed automatically when the switch is shifted to OFF.

6.  USB interface: Open the rear cover of the battery, and then take out the battery holder to see the USB interface. The interface can be connected to the computer to add and delete music files.

III. Sound copy (support MP3 music format only)

Firstly, select the music file to be copied, and then check the attribute of the file, wherein the attribute can include the title of the music only, and the other unrelated information must be deleted. Then, sort the files such as 001,002 and so on. Create a “new folder”, then copy the files to the folder according to the sequence such as 001 and 002, and then directly copy the folder to the machine. 
IV. Startup initialization

Shift the switch to ON to start the machine. In the startup process of the first time, the initialization process will be started automatically, so please be patient. In the initialization process, you can see that the number of the song is jumping. After the completion of initialization, the song 001 will be played automatically.

Note: After updating the sound within the machine by the user, the system will implement initialization while starting for the first time, so as to identify all the sounds within the machine.

Special note: In case of the inconsistence between the serial number and the title of the sound which is playing, or disorder and other phenomena, you can press the speaker key for 3 seconds, by which the machine will update all the sound files automatically. If the inconsistence is presented still after the operation above, please press the “sound copy” key to inspect whether there is an error, and then try again according to the steps.
V. Power supply

Host: The power can be supplied from 8 AA batteries or 12V battery. Open the rear battery cover, then load the AA batteries into the battery holder, or connect the external 12V power supply to the fourth interface.

Remote Controller Part
I.  Startup and shutdown based on the remote controller

Open the battery cover, load 3 AAA batteries, then cover the battery cover, toggle the switch of the right side downwards for one time to start the remote controller, and then toggle the switch of the right side downwards again in the startup state to shut the remote controller.
II. Match Code

Long press Host SELECT key, show code interface, long press again remote control SELECT key, the remote control screen will flicker 3 times, and match code OK.
III. Initialization of the remote controller 

While host songs have updating, then the remote control should update songs with host.

Firstly, start the host, and then start the remote controller. In case of the startup of the first time, the remote controller shall be apart from the host with more than 1m, so as to ensure the good signal. The remote controller will update the songs automatically, in which the number change will be displayed, and the number will be stopped after the completion of update.

Note: The enough charge for the battery of the remote controller shall be ensured while updating the song; otherwise, the disorder phenomenon may be presented. In case of this condition, please press the speaker key on the remote controller for 3 seconds, so as to automatically update the song by the system.
IV. Functions of the keys
Except for the 1, 2, 3 and 4 hotkeys, the functions and operations of other keys are the same with that of the host.

1, 2, 3 and 4 keys: Hotkeys, which means four most commonly used 4 sounds can be set.

Operation method: Firstly, select the song,Long press hot key when playing . Such as choose the 8th song for Hot Key 1 ,long press 1 key for three seconds,this moment,the songs top right corner will see “ 1 “ ,then press SELECT KEY confirm, then Hot key setting OK. Next Hot Keys 2,3,4 ,same operation ,after setting OK, Play 1,2,3,4 any Hot key to play the commonly songs you set .
Technical Parameters

	LCD display
	128×64LCD display, white backlight

	Connected computer
	High speed USB2.0 (read: 1000KB, write800KB)

	Power
	battery: AA*8

	
	Maximum playing time: above 5hours

	MP3
	Max output 
	30W

	
	MP3 BPS
	8K bps – 320K bps

	
	Frequency respond
	20Hz －20KHz

	
	S/N Radio
	127dB

	Music format
	MP1、MP2、MP3、

	Temperature 
	  -40 to 80 Centigrade

	Language
	 English

	Operating system
	Windows98/SE/ME/2K/XP、Mac OS 10、Linux 2.4.2



