Start-up
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I. Check the status: the medicine valve is closed, the carburetor is open, and the shoulder strap is tight;
[image: ] [image: ]
II. The red barrel is filled with gasoline 92/95/98, and the white barrel is filled with disinfectant. 
**Note: If need water mist, filled disinfectant in both white barrel; 
If need smoke mist, one filled with gasoline 92, the other with disinfectant. 
 [image: ]
	
	tablet
	Water mist Spray range
	Smoke mist Spray range

	1L water
	1pc
	60 square meters
	180 square meters

	15L water   (1 full barrel)
	15pc
	1000 square meters
	3000 square meters


After adding disinfectant, tighten the two lids of the medicine barrel to avoid air leakage; if not tighten, the machine won’t be able to work. 
III. Press the two oil bubbles of the carburetor at the same time for ten times, to let the carburetor fully absorb the gasoline;
                 [image: ]
IV. Carry the barrel, carry the machine with your right hand, and tilt the head of the machine down towards the ground. Hold still the green or red ignition key with the other hand for 10 to 30 seconds until the machine starts (when you hear stable buzzing start sound);
[image: ]
V. Open two blue valves and start spraying water mist for disinfection;[image: ]
VI. Flameout: Close the blue medicine valve first, then push the carburetor switch forward to flameout.
[image: ][image: ]
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Waming: Before use, please read the instructions carefully. When spraying, you

must take good defensive measures, wear gloves, masks, protective clothing, etc. If
you violate the regulations, you may cause danger and personal injury. You will not

be liable!

It is strictly forbidden to spray highly corrosive drugs, such as peracetic acid, chlorine

Product introduction

Thank you very much for using our water mist and smoke dual—-purpose
machine. It is made by our company.

The company's independent research and development of new products, is
the world's first similar products

The unique design of double carburetor and single mixing chamber is
adopted in this product.

Easy to start and easy to operate. It is manufactured with high—tech
technology and has medication.

Less dosage, saving time and effort, quick effect, lasting effect, protecting the
body of peasant friends

Physical health and other characteristics.

Performance characteristics of products

The machine is widely used in greenhouse, agriculture, forestry, etc.
Orchards, grasslands, urban environmental protection, open—air crop
fertilization and disinfection. as Greenhouses, fruit trees, corn, cotton,
rice, wheat, tea, citrus and other crops

Insecticidal, sterilization, can be used for insecticidal forest trees, quick
effect, good effect, is Sen.

The preferred insecticidal tool for forest insecticides. It can also be used
for sanitation, epidemic prevention and disinfection, such as in urban
areas.

Disinfection and extermination of underpass, garbage dump, toilet,
warehouse, station, wharf, airport, etc.

Bacteria.

One-button startup, simple operation;

Time—saving, labor—saving, water—saving and medicine—saving;
Raise temperature, prevent frost; Long range, wide coverage, high
penetration.

It has strong adhesion. Drug aerosols are fine and float in the air for a
long time, causing the drug to affect crops.

It plays a dual role of fumigation and touch killing. Drug efficacy can be
brought into full play to kill all aspects

The best effect of sterilization and insecticide.
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=. The Composition and Working Principle of Machine

The machine mainly consists of four parts: water, circuit, gas and oil.
Including: carburetor, engine and burst pipe, rack, fuel tank, medicine box and
pipeline, see the machine drawings.
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Working principle:

Water mist and smoke dual-purpose engine is a high temperature and high pressure
gas produced by a pulsed engine fueled by gasoline.The flow is ejected at high speed
from the nozzle outlet. When the valve is opened, the pressure in the medicine box
will make the medicine hydraulic to burst.In the tube, it is mixed with high temperature
and high speed airflow. At the moment of encounter, the liquid is smashed and
atomized into smoke.The nozzle sprays out and diffuses rapidly. When the object
being prevented is in contact with the mist or smoke, it spreads from the nozzle.To
achieve the role of insecticide or sterilization. (See the schematic diagram for details)

.y )
Name of each component
1, diaphragm
2. Carburetor
3. Accelerator adjusting knob
4. High pressure cap and spark plug
5. Engine and Burst Tube
6. Outer casing
7. Radiator Cover
8. Nozzle
9. One-way Valve (Air Channel)
10. One-way Valve (Oil Line)
11. Filter (oil line)

M, Technical parameters of products

1. Working environment: temperature between - 10 and 35 and air humidity between 30 and 80.
2, spray volume: 80-120L/h.

3. Drug box volume: 15L

4. Fuel tank volume: 2.0L

5. Whole machine weight: 9Kg/11.5Kg

6. Outward Size (Length, Width and Height): 1160*240*315(mm)/1210*240*315(mm)

7. Fuel use: gasoline (use 92 # or more unleaded gasoline, do not add any lubricant)

8. Fuel consumption: 3.0L/h

9. Ignition power supply: 12V rechargeable battery or 12V rechargeable lithium battery

4., Procedures and Notices for Machine Start-up and Stop

1. Before starting

Make sure there are no onlookers or other animals around; machine nozzles are strictly
prohibited from facing

people, animals and animals.

Plant. When starting, there should be no flammable and explosive substances within 2 meters
of nozzle radius.

Leveling the open space. The distance between the machine and the refueling place must be
kept at least 3 meters.

2. Preparation

(1) Charge well and check whether the circuit is smooth.

(2) Gasoline is added to the tank. (It is recommended that unleaded gasoline of 92 # or more be
used to prevent it.
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3. start-up

3-1. Open 1-gear 2-gear speed control switch.

(Note: All gears 1 and 2 are opened when spraying water mist)

3-2. When using the machine for the first time, each oil bubble should be pressed 7-8 times until it
is seen.

Stop pressing when you reach two-thirds of the gasoline in the bubbles.

(Note: If there is gasoline in bubbles and tubing, this step will be omitted when used again.

Direct operation next step)

3-3. After starting, the valve switch can be opened for spraying. (Water-cooled type: first hit)
Boiling water tank switch and then open medicine box switch, water tank and medicine box switch
should not be all opened.

Only need to open 1/3, the maximum open 1/2.

Note: The switch of water tank and medicine box must be closed before starting. Before

3-4. Initiation mode of trachea

A. Before starting, there is a power switch. Press the power supply to detect one.

Whether the lower ignition needle has squeaky ignition sound or not can start the machine with
sound.

B. The power supply of long-press detection with
one hand.

Pull the trachea by hand slowly and quickly
Pump up, about 5-6 times later.

Listen to the sound of the machine starting.
Detection power can be released after startup
Source button, stop pumping, open

Drug valve can be sprayed.

ol

4., Steps for safe shutdown of machines:

4., Steps for safe shutdown of machines:

After the work is finished, first close the water valve and medicine valve, and then turn on the 1 or 2
speed control switch.

Turn off the flameout. After extinguishing the fire, the cover of any medicine box should be opened to
release the medicine in the shortest time Excess gas in the box.

5. Notices for Machine Use:

5-1. If there is oil in the bubbles carelessly

Too many times to press oil bubbles again, leading to entry
If the oil quantity of the oil tank is too large, the machine needs to
be lifted and " H

sprayed Mouth down, pour out excess gasoline without having to do
it again 1
Press the oil bubbles to start directly. s

5-2. When the machine is shut down, if the fire is inadvertently extinguished first and then the medicine
valve is closed,

it will cause the medicine liquid to flow back.

Do not start the machine immediately when it fails to work properly.

No damage caused by short circuit of high voltage package. After lifting the machine nozzle and pouring
out the liquid medicine

downward Restart the machine
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5-3. When the outside temperature is too low,
the machine starts.There will be an instantaneous
extinction phenomenon, which needs to be in the
machine.After startup, press the startup button for
a long time.

Open the medicine valve until it works properly. Fault phenomenon

6. Notes

(1) Avoid strong collision of machines. Do not use lightning or lightning.

(2) The use of this machine will produce high temperature, do not touch the high temperature parts, in
order to avoid scalding.

(3) It is strictly forbidden to use the machine in flammable and explosive places.

(4) When refueling, it must be done after the machine is cooled. Smoking and open fire operation are
strictly prohibited.

(5) In order to avoid the absorption of ultrafine particles and high concentration pesticides during spraying,
the staff must match them.

start-up
difficulty

Wear masks, chemical protective clothing, glasses, gloves, etc.

(6) Do not extract gasoline from other tools with impurities, but add more than 93 # unleaded Gasoline.
(7) the medicine box is a pressure vessel. If the lid is not strict, the machine will not be able to spray.

(8) Close the medicine switch before extinguishing, then the throttle handle, if suddenly extinguishing.
Quickly turn down the nozzle and turn off the spray switch at the same time, so as to avoid the backflow
of liquid and shorten the engine.

The service life and steam entering into carburetor affect the next start-up.

power
insufficient

(9) The cylinder should be lubricated with oil regularly. The machine is 12V maintenance-free battery and
machine.

When not in use for a long time, the battery should be charged at least once every three months to ensure
the service life of the battery.

(10) After using up in winter, the residual liquid in the medicine box should be cleaned up to avoid freezing
Splitting valve and pipeline.

(11) After spraying, clean the pipeline with clean water for 1-2 minutes to prevent corrosion and
cloggingAffect use.

(12) the medicine should be cleaned regularly to ensure the normal spray of the machine Effect

Spark plug
No voice

(13) Carbon deposits in the explosive tube and in the outer wall tube should be cleaned up regularly to
ensure the machine's operation.

Normal spray effect.

(14) Check the diaphragm regularly and replace it in time after it is damaged.

Small spray

Main cause

1. Carbon deposit in explosive tube

2. Breakage of carburetor inner diaphragm

3. Bubble breakage or no oiling

4. Damage or lack of lubricating oil to air pump
5. Wear and Oil Deficiency of Tracheal Bowl
6. Spark plug does not ignite or spark gap is

too large or too small

1. Excessive coke deposition in explosive tube

2. Breakage of carburetor inner diaphragm

1. Battery contact is poor or line joint is loose.

2. Excessive coke deposition or water intake in spark plugs
3. Igniter damage

4. Battery power shortage

1. The lid of the medicine box is not tightly sealed and breathable.

2. Breakage of air passage and permeability of metal joint

3. Damage and stuck of cartridge inflatable one-way valve

4. Foreign body blockage in drug route

75« Common Faults of Machines and Removal Methods

Elimination method

1. Clean up coke deposits

2. Inner diaphragm of carburetor

3. Replacement of oil bubbles:

4. Replacement of air pump or lubrication with oil
(air pump required Regular oil lubrication)

5. Change the leather bowl or add lubricant

6. Check whether the battery is electrified, clean

or replace Spark plug, or adjust clearance to 2mm.

1. Clean up the coke deposit (with the coke
deposit cleaning rod)
2. Inner diaphragm of carburetor

1. Inspection of Battery Installation and Circuit Connections
2. Clean up spark plug coke and water or replace new ones
Spark plug;

3. Replacement of igniter

4. Charging Batteries

1. Put the lid of the medicine box straight and tighten properly.
2. Replacement of air circuit and tightening of metal joints

3. Inspection and replacement

4. Starting from the end of the drug route, the drug should be
checked step by step Clear





image13.jpeg
acturer in time

1. Daily Maintenance (Class Maintenance)

(1) Clean up oil and dust on the surface of gasoline engine.

(2) Filtration should be strictly carried out during refueling and filling, and
cleaning of refueling appliances

should be maintained To prevent the residue from entering the oil tank and
medicine tank.

(3) Check whether the tubing joint is leaking, whether the pipeline for drug
delivery is unobstructed, and

whether the joint is unimpeded Leakage or not.

2, 50 hours maintenance (cumulative time according to machine operation)
(1) Complete daily maintenance.

(2) Clean the tank.

(3) Clean the medicine cabinet and flush it with boiling water. The method is to
go inside the medicine

cabinet first. Add 500 m1-2000 ml boiling water and shake it vigorously. Open
the medicine valve and clear it.

The washing liquid is discharged from the nozzle into the container, and the
treatment of the cleaning liquid

is according to the instructions of the pesticide manufacturer Seek progress.
(4) Carbon deposit at nozzle orifice, carburetor orifice and ignition rod

Clean up the coke deposit; clean up the intake valve, and clean up the stolen
goods on the intake valve.

Be careful!

Please do not disassemble the carburetor casually. The maintenance of the
carburetor needs to be repaired

by professionals If the carburetor breaks down, please contact the warranty
service point or distributor.

9 10
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3. 100 Hours Maintenance

(According to the cumulative running time of the smoker)

(1) 50-hour maintenance;

(2) Clean up the coke deposits in all parts.

(3) Pour out the gasoline and liquid medicine and clean the medicine box and
route with boiling water Whether the medicine pipeline is unobstructed or not.
(4) Check whether the pipes and screws are loose or falling off.

(5) Check the ignition system, whether the circuit is smooth, whether the
connection is reliable, ignitionWhether the rod ignition is normal 4,500 Hours
Maintenance (According to the cumulative running time of the smoker)
Remove the whole machine (except carburetor) for cleaning and inspection,
and inspect the fragile parts at the same time.

Seal condition, repair and replace according to specific conditions.

( =) Long term storage

Purify the fuel in the tank.

1. Clean the intake diaphragm and reorganize it.

2. Clean the medicine cabinet and use boiling water to clean the medicine
cabinet and medicine path.

3. Clean up the coke deposits everywhere and charge the batteries.
(Charging every four months when not in use for a long time).

4. Clean every part.

5. Check each part and replace the damaged parts in time.

6. Store the machine in a ventilated and dry warehouse.

1

J\ . Scope of use and method of pesticide mixing (for reference only)

(1) Use of water mist on agricultural, forestry and fruit trees

(2) Use on poplar trees (including non-edible crops, cotton, corn and sweet
potato) Sugarcane, Chestnut, Banana, Walnut (Water Mist Spraying) Method
(1) Spraying time: Use in the absence of wind or breeze before sunrise and
after sunrise.

(2) Spraying weather: the air humidity is 30-80 degrees, the temperature is
below 25 degrees. (

The lower the temperature, the higher the air humidity, the better the spraying
effect.

(3) Crops generally under 5 meters may be sprayed with water mixed with
pesticides.

Operations, mixing methods are generally added to the machine according to
the dosage of 150 kilograms of water 15 kilograms In the medicine box, it can
spray 1 mu of land, spray and diffuse length can reach more than 10 meters
(if insect pests)More insecticides can increase the amount of insecticides, the
more the spraying range and mu number.

(3), (Diesel fume) on non-edible crops (based on crops)Depending on the
difference, the following matching method is for reference only.) Do exercises
in the absence of wind or breeze.As a result, spray and diffuse can reach
about 50 meters.Contrast order: first mix the diffuser and diesel oil evenly,
then add water and pesticides, dissolve Full rear use.

Proportioning method: First mix the diffuser and diesel oil at the ratio of 1:15
(diesel consumption) It accounts for 10-20% of the total capacity of the
medicine cabinet. The concentration of smoke is proportional to the amount of
water added and the amount of diesel oil used.

To adjust, add 10% pesticides and 80-70% pesticides.

Water, mix evenly after use.
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K. Safety Sign Criteria

Safety Mark Criteria Gasoline combustion and high temperature exhaust smoke
are dangerous, we should pay close attention to safety.

All. The machine has protective marks on the parts of fuel tank, cover of
combustion chamber and so on.

The name and installation location of the logo are shown in the table below.

number pattern Meaning install position

Gasoline is contained
in the tank.

Fireworks are Fuel tank
strictly prohibited.

To prevent scald
any partof the body | Cover of
should be away from | combustor

’ -

heat sources.
Do not splash fuel
3 after shutdown Froototfelterk
1 Standing in front of Spout

the nozzle is

% = Protective cover|
strictly prohibited.

HELHH,

Respected Users:

Thank you for choosing the smoke machine manufactured by our company. Our company
will follow the Chinese People's Republic.

The relevant provisions of the Law on the Protection of Consumer Rights and Interests of
the State and the Regulations on the "Three

Guarantees" of the State shall be purchased from consumers.

With this warranty card and purchase invoice, we will provide you with the following
services:

1. The whole machine is guaranteed free of charge for one year.

2. After opening the box, the user should check whether the parts are complete or not. If
there is any defect, the user can ask the

local distributor for it.

3. I the user fails during the warranty period under normal use, please hold this warranty
card.

Purchase invoice to the company's special repair point for free maintenance.

4. The following circumstances are not covered by the warranty:

1. The vulnerable parts of the machine (burst pipe, spark stockade, diaphragm, oil cup,
filter cup, one-way valve, power supply);

Note: The service life of explosive tube depends on the type of machine, the matching of
explosive tube and the use of personnel.

2. Failure to use in accordance with the instructions results in abnormal operation and
damage caused by improper use;

3. Damage caused by self-repairing or refitting without the permission of the company;
4. If the validity period exceeds three packages, it can still be used after repairing.

5. This product is an agricultural household smoke machine. If it is to be used for
commercial purposes and for profit leasing, it is

not under warranty Range;

6. Damage caused by force majeure.

Certificate of Three Packages of Machinery

@ o 9 Wear good labor | Front and upper
5 insurance supplies | part of medicine box|

Safe use of the machine, we must pay attention to anti-virus, fire prevention,
machine accidents. We must pay attention to it
ideologically and improve it Be vigilant. Never be careless to ensure personal safety.

(Enclosure
Instructions for Use 1 Fuel funnel 1 Drug feeding funnel 1
Charger 1 Two carburetor diaphragms Hanging 1
Tool Set 1 One-way valve
Gas Mask 1 Spark needle 1

Instructions for Use 1 Charger 1 Tool Set1 Gas Mask 1 Fuel fumnel 1 Two carburetor diaphragms

Trade name Conmordiy model
Commodity
information | Manufacturer Place of Origin
User name User unit
User information | Contact number E-mal address

Commicain s i T e

Name of Sales Unlt Contact number

ISales information | Commicin s ol Ty o

Sales date Invoice number

Seller's Seal

One-way valve  Spark needle 1 Drug feeding funnel 1 Hanging 1

Respected users, the above information is filled out by the seller, please cooperate, thank you!
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