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EC1838B electronic clock manual v1.00

Because this clock has many functions, please read this manual carefully, thank you for your cooperation!
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I. A brief introduction to the principle of this clock

This clock uses a single—chip computer to read the time data in the clock chip, and the hours and minutes
are output to the data code tube display, and the seconds are output to the peripheral 60 light—-emitting diodes.
The time in the clock chip can be adjusted by pressing the buttons, and the alarm clock and time signal When
the sound is output, the MCU reads the data in the storage chip and outputs the sound to the speaker after
data conversion. The MCU can sense the brightness of the environment by collecting the changes of the parameters

of the photoresistor and thermistor And temperature, and then do the corresponding control and display.

Il. Function introduction

1. Digital tube display

There are red, green, blue and white digital tubes to choose from, and users can also change to other color digital tubes.
The default time of power-on is time, temperature, year, month, day, and week wheel display. You can set to display only
time or only time and temperature by pressing the button (set in "Time Display Setting").

2. led display

There are three combinations of red green led, red blue led, blue and white led to choose from. Users can also change to
other color led combinations.
13 kinds of display, you can switch the display by pressing the button. You can also set the button to switch to the automatic
display (set in the "LED automatic switching display setting"), when the LED switching display parameter x is less than 60, the
time to switch the display is x * 1 Minutes, when it is greater than 60, the display switching time is (x-60) * 60 minutes, when x =
0, the display is not automatically switched. For example: when set to 30, switch to the next display every 30 minutes. When set
to 62 (greater than 60), switch to the next display every (62-60) * 60 minutes (that is, 2 hours).

3. Clock accuracy

There are two clock modules, ds1302 and ds3231, to choose from.

When using the ds1302 module as the clock, the cost is relatively low, but the accuracy of the travel time cannot be
guaranteed. Some modules may have an error of a few seconds a day, which is normal. It is normal to require high accuracy for
travel time. It is not recommended to buy the ds1302 version. clock.

When using the DS3231 module as a clock, the cost will be a little higher, but the travel time is accurate. The official
declared accuracy is = 2ppm (that is, the error is about 1 minute per year), please refer to the technical data of the DS3231 for

detailed parameters. It is recommended for high travel accuracy Purchase the DS3231 version of the clock.

4. time setting

The time can be set by pressing the button. When the battery is correctly installed on the clock module, even if the clock is

powered off, it will run normally without resetting the time every time the power is turned on.

5. Clock calibration

Since this clock is a kit, the clock will inevitably have errors after welding. To maximize the accuracy of the clock, this
function is done. You can correct the clock error by setting the error time and the amount of error. For example: the clock is fast
every 24 hours 2 seconds, then the error time is set to 24, and the error amount is set to -2. If it is 8 seconds slower every 24

hours, then the error time can be set to 3, and the error amount is set to 1.

6. Sound output

Use the speaker to output sound. Since the speaker needs a sound cavity to output loud and nice sound, it is recommended
to buy a clock with a case.

Multiple pieces of music are built into the memory chip, which can be set as alarm clock, hourly time signal and ringtone for
power-on.

The volume can be set.
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7. Download ringtones

This kit can download ringtones to the clock yourself. For how to download, please refer to the ringtone download tutorial.

8. Time signal

Press the plus button to broadcast the current time. You can set the time in Chinese or English.

9. report punctually

It can be turned on or off When it is turned on, when the current time meets both the hour and the time zone, you can
report the time.You can set the time zone (for example, you can set the hour to 8 o'clock in the morning to 22 o'clock in the
evening, and the time is not at other times) Can set the time signal ringtone and time signal language (Chinese or English).

10. Alarm clock

There are 4 alarm clocks, which can be turned off or on separately, and the alarm duration, alarm ringtone and alarm mode
can be set separately.

When the alarm is turned on and the current time meets the hour, minute, and mode of the alarm at the same time, the
alarm can sound.

When the alarm time exceeds the set alarm time or press the mode button during the alarm to stop the alarm.

Snooze function: Press the plus button when the alarm sounds, pause the alarm, and then re-alert after five minutes.

6 alarm clock modes to meet various needs.

Alarm mode 0: Normal alarm, it will sound every day.

Alarm mode 1: Alarm 1 on weekdays, Monday to Friday, no alarm on Saturday and Sunday.

Alarm mode 2: Weekend alarm 1, alarm on Saturday and Sunday, no alarm on Monday to Friday.

Alarm mode 3: Alarm 2 on weekdays, Monday to Saturday, no alarm on Sunday.

Alarm mode 4: Weekend alarm 2, alarm on Sunday, no alarm from Monday to Saturday.

Alarm Mode 5: Single alarm, it will automatically turn off after one alarm.

11. Boot music

When the clock is powered on, it will automatically play a piece of music. You can choose any piece of music in the memory

chip as the boot music. Of course, if you don't like it, you can also set it to not play music when powered on.

12. temperature display

Use the thermistor to measure the ambient temperature. It can be set to display in degrees Celsius or Fahrenheit. When the
clock is displaying the temperature, press the mode key to switch to the display in Fahrenheit or Celsius. When the temperature
is not accurate, you can do temperature calibration Calibration settings "(for example: when the displayed temperature is 3
degrees higher than the actual temperature, set the temperature calibration value to -3). Please note that the displayed

temperature is the temperature measured by the current environment, not the weather forecast Temperature.

13. Temperature broadcast function

Report the current temperature after the time is over. You can also set to not report the temperature.

14. Brightness adjustment function

Use the photoresistor to measure the ambient brightness. When the automatic brightness function is turned on, the
brightness of the clock can be automatically changed according to the brightness of the ambient light. When the automatic
brightness function is turned off, the clock brightness can be manually adjusted (a total of 100 levels of brightness can be
adjusted).

15. 12/24 hour system

The default is the 24-hour system, which can be set to the 12-hour system by pressing the button (set in the "12 / 24-hour

setting mode").
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16. Sunday display

It is not correct to display Sunday as Sunday. The correct display should be Sunday, but it is increased to take care of the
habits of some people and foreigners may not recognize Sunday. When the clock is displaying Sunday, press the mode key to set
the Sunday display Sunday or Sunday 7.

17. Restore factory default settings

Power off the clock and remove the memory battery, wait for about two minutes, and then power on the clock.

18. Some error messages that may appear

1. "Errl" is displayed. The clock module is not soldered or soldered incorrectly.

2. "Err2" is displayed. The thermistor (temperature measuring circuit) is not soldered or soldered incorrectly.
3. "Err3" is displayed. The photoresistor (photometric circuit) is not soldered or soldered incorrectly.

4. "Errd" is displayed. The memory chip is incorrect or unrecognizable.

5. "Err5" is displayed. Memory chip sound file error.

6.~ "Err6" is displayed. The microcontroller detected an error.

19. Firmware upgrade

After reaching the player, the clock function can be improved and upgraded, the source code is provided, and the player can
also modify the clock function by himself.

IIl. Hardware Introduction

Product Size:

R~
S ANES R (LxHxW) @ 93mmX93mmX26mm
PCB/R~T (L1xW1) : 81mmX81mm

EZEfLERE (d): 3mm "
EEFLEERE (L2) : 67mm =

L2 | ’."'5.".

weight:
Finished product without shell: 82g
Finished product including shell: 168g
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IV. Electrical performance

Power supply: DC5v

Working current: <30ma

Alarm current: <300mA
Working temperature: 0~ 40 C
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V. Electronic clock display and key functions

1. Time display

Show description

Mode key function in current

mode

Plus key function in current mode

Time display .
time, temperature, vyear, | 3.
mode (default
month, day, week wheel
mode at . .
display. 2. time, temperature
power-on)

There are 3 display modes: 1,

wheel display. 3. only time.

1. Press and hold for 1 second
to enter the time setting mode.
2. Press and hold for 3 seconds
to enter hourly timekeeping and
alarm setting.

Press and hold for 5 seconds
to enter the function setting.

4. When
change the display method of
Sunday.
5.When
temperature, switch to Celsius
or Fahrenheit.

displaying Sunday,

displaying the

1. Rotate once to display time,
temperature, year, month, day, and week.
2. Press and hold the mode key first and
then press the plus key to switch the LED
display style (a total of 12 display styles),
and the LED display can be turned off.

3. Time signal.

4. When the alarm sounds, enter snooze
mode (alarm is paused, and it will sound

again after 5 minutes).

2. Time setting

This setting can modify the time of the clock.Under each setting, if there is no key press for 10 seconds, it will automatically

return to the time display and restore the previous time.

mode

Show description

Plus key function in
current mode

Mode key function in current mode

Time display mode

Press and hold for 1 second to enter
the year setting

Year setting

Four digital tubes flash at the
same time to display the year

Set year, long press to set
quickly

Enter month setting

Month setting

The first two nixie tubes flash to
display the month, and the last
two nixies show the day

Set month, long press to
quickly set

Enter the day setting

Day setting

The first two nixie tubes display
the month, and the last two nixies
flash the day

Set the day, long press to
quickly set

Enter hour setting

Hour setting

When the first two nixie tubes
flash, the last two nixie tubes are
always on. When it is 24 hours, it
displays "H"; when it is 12 hours,
it displays "A" in the morning and
"P" in the afternoon.

When setting, long press
to set quickly

Enter minute setting

Minute setting

When the first two nixie tubes are

on, the last two nixies flash

Set points, long press to
quickly set

Enter second setting

Seconds setting

The first two nixie tubes display

, the second two nixies flash for
seconds

Set seconds, long press to
quickly set

If there is an adjustment time, save the
settings, otherwise do not save the
settings and return to the time display

mode.
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3. Hourly time signal and alarm clock settings

In each setting mode, long press the mode button for 3 seconds or 10 seconds without any button press, it will automatically

return to the time display mode and save the settings.

mode

Show description

Plus key function in current
mode

Mode key function in current mode

Time display mode

Press and hold the mode key for 3
seconds to enter the hourly time
enable setting

Hourly time enable

The first nixie tubes
display "01", and the last two

nixie tubes flash "On" or "OF",

two

Turn on or off the hourly time

When the hourly time signal is
turned on, enter the hourly time
start time setting.

setting which means turning on or off | signal When the hourly time is closed,
the hourly time signal function enter the Chinese and English time
respectively. switch.
Set the start time (for

The first two digital tubesLong

example: the start time is set

Hourly time start time | display "02", the last two | to 8 and the end time is set to | Enter the hourly time end time
setting digital tubes flash to show the | 22, then every hour from 8 | setting
start time o'clock to 22 o'clock every
day will be hourly)
Set the end time (for
The first two nixie tubes | example: the start time is set

Hourly time end time

display "03", and the last two

to 8 and the end time is set to

Enter hourly time ringtone settings

setting nixies flash to show the end | 22, then every hour from 8
time o'clock to 22 o'clock every
day will be hourly)
The first two nixie tubes

Hourly time ringtone
setting

display "04", and the last two
nixie tubes flash the name of

the ringtone.

Set

ringtone

hourly time signal

Enter Chinese and English time
switch

Time switch between
Chinese and English

The first nixie tubes

display "05", and the last two

two

nixies flash "En" or "Cn", which
means timekeeping in English

or Chinese respectively.

Set time report in Chinese or
English

Enter the alarm 1 enable setting

Alarm 1 enable

The first tubes
display "10", and the last two

"OF",

two nixie

nixies flash "On" or

Turn on or off the alarm 1

When the alarm 1 is turned on,
enter the hour setting of alarm 1.

setting ) When the alarm 1 is turned off,
which means turn on or off the ter the al 5 ble setti
enter the alarm 2 enable setting.
alarm 1. &
The first two nixie tubes

Hour setting for alarm
1

display "11", and the second
two nixie tubes flash to show
the time of alarm 1.

Set the hour of alarm 1, long
press to set quickly.

Enter the minute setting of alarm 1

Minute setting for
alarml

The first nixie tubes

display "12", and the last two

two

nixies flash the alarm clock 1

Set the minute of alarm 1,

long press to set quickly.

Enter the alarm time setting of

alarm 1
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Alarm 1 alarm time
setting

The first two nixie tubes will
display "13", and the last two
nixies will flash to show the
duration of alarm 1.

Set the alarm duration of
alarm 1, the setting range is 1
~ 20 minutes.

Enter the ringtone setting of alarm
1

Alarm 1 ringtone
setting

The first nixie tubes

display "14", and the last two

two

nixies flash the name of the

ringtone of alarm 1.

Set the ringtone for alarm 1.

Enter alarm 1 mode setting

Alarm 1 mode setting

The first nixie tubes

display "15", and the last two

two

nixie tubes flash the alarm 1

Set the alarm mode of alarm
1.

Enter the alarm 2 enable settings

mode.
The first two nixie tubes .
) When the alarm 2 is turned on,
display "20", and the last two .
Alarm 2 enable o o~ - enter the Hour setting of alarm 2.
nixies flash "On" or "OF", | Turn on or off the alarm 2

setting ) When the alarm 2 is turned off,
which means turn on or off the ter the al 3 ble setti
enter the alarm 3 enable setting.
alarm 2. g
The first two nixie tubes

Hour setting for alarm
2

display "21", and the second
two nixie tubes flash to show
the time of alarm 2.

Set the hour of alarm 2, long
press to quickly set.

Enter the minute setting of Alarm 2

Minute setting for
alarm 2

The first nixie tubes

display "22", and the last two

two

nixies flash the alarm clock 2

Set the minute of alarm 2,

long press to set quickly.

Enter the alarm time setting of

alarm 2

Alarm 2 alarm time
setting

The first nixie tubes

display "23", and the last two

two

nixie tubes flash to show the
duration of the alarm 2

Set the alarm duration of
alarm 2, the setting range is 1
~ 20 minutes.

Enter the ringtone setting of Alarm
2

Alarm 2 ringtone
setting

The first nixie tubes

display "24", and the second

two

two nixie tubes flash the name

of the ringtone of alarm 2.

Set the ringtone for Alarm 2.

Enter alarm 2 mode setting

Alarm 2 mode setting

The first nixie tubes

display "25", and the last two

two

nixies flash the alarm clock 2

Set the alarm mode of Alarm
2.

Enter the alarm 3 enable settings

mode.
The first two nixie tubes )
) When alarm 3 is turned on, enter
display "30", and the last two )
Alarm 3 enable o o o the hour setting of alarm 3.
nixies flash "On" or "OF", | Turn on or off the alarm 3

setting

which means turn on or off the
alarm 3.

When the alarm 3 is turned off,
enter the alarm 4 switch setting.

Hour setting for alarm
3

The first nixie tubes

display "31", and the last two

two

nixies flash the alarm clock 3.

Set the hour of the alarm 3,
long press to quickly set.

Enter the minute setting of alarm
clock 3

Minute setting for
alarm 3

The first nixie tubes

display "32", and the last two

two

nixies flash the alarm 3

Set the minute of the alarm

3, long press to quickly set.

Enter the alarm time setting of
alarm 3
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Alarm 3 alarm time
setting

The first nixie tubes

display "33", and the last two

two

nixie tubes flash to show the

length of alarm 3

Set the alarm duration of
alarm 3, the setting range is 1
~ 20 minutes.

Enter alarm 3 ringtone settings

Alarm 3 ringtone
setting

The first nixie tubes

display "34", and the last two

two

nixies flash the name of the
ringtone of alarm 3.

Set the ringtone for alarm 3.

Enter alarm 3 mode setting

Alarm 3 mode setting

The first nixie tubes

display "35", and the last two

two

nixies flash the alarm 3 mode.

Set the mode of Alarm 3.

Enter the alarm 4 enable settings

Alarm 4 enable

The first nixie tubes
display "40", and the last two

IIOFIII

two

nixies flash "On" or

Turn on or off the alarm 4

When the alarm 4 is turned on,
enter the hour setting of the alarm
4,

settin
& which means turn on or off the When the alarm 4 is turned off, it
alarm 4. returns to the time display mode.
The first two nixie tubes

Time setting for alarm
q

display "41", and the last two
nixies flash the alarm clock 4.

Set the hour of the alarm 4,

long press to quickly set.

Enter the minute setting of alarm
clock 4

Minute setting for
alarm 4

The first nixie tubes

display "42", and the last two

two

nixies flash the alarm clock 4

Set the minute of the alarm
4, long press to quickly set.

Enter the alarm time setting of

alarm 4

Alarm 4 alarm time
setting

The first nixie tubes

display "43", and the last two

two

nixie tubes flash to show the

duration of alarm 4.

Set the alarm duration of
alarm 4, the setting range is 1
~ 20 minutes.

Enter alarm 4 ringtone settings

Alarm 4 ringtone
setting

The first nixie tubes

display "44", and the last two

two

nixie tubes flash the name of

the ringtone of alarm 4.

Set the ringtone for alarm 4.

Enter alarm 4 mode setting

Alarm 4 mode setting

The first nixie tubes

display "45", and the last two

two

nixies flash the alarm 4 mode.

Set the mode of Alarm 4.

Return to time display mode and
save settings

4. Function settings

In each setting mode, long press the mode button for 3 seconds or 10 seconds without any button press, it will automatically

return to the time display mode and save the settings.

mode

Show description

Plus key function in current mode

Mode key function in
current mode

Time display mode

Press and hold for more
than 5 seconds to enter the
automatic brightness enable

setting
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Automatic brightness
enable setting

The first two nixie tubes display
"1-", and the last two nixies
flash "OF", which

means that the auto brightness

"On" or

function is turned on or off

respectively.

Turn auto brightness on or off

When the auto brightness
function is turned off, enter
the brightness setting.

When the
brightness function is turned

automatic

on, enter the temperature
calibration setting.

The first two nixie tubes display

Set the brightness (the range is 01 ~

"2-"  permanently, and the | 100, when 100 is displayed as 00).
. . . . . . . Enter temperature
Brightness setting | second two nixie tubes flash to | This function is effective when the L .
. . . ) calibration settings
show the light control level | auto brightness function is turned
parameters. off
Set the temperature calibration
The first two nixie tubes display | value, the range is -9 ~ 10. For
Temperature "3-" permanently, and the last | example, when the display | Enter the report
calibration settings | two nixies flash the | temperature is 3 degrees higher than | temperature setting
temperature calibration value the actual temperature, set the
calibration value to -3.
The first two nixie tubes display
"4-"  permanently, and the
second two nixie tubes flash . )
Report temperature o Turn the temperature reporting | Enter 12/24 hour display
. . "On" or "OF", indicating that . )
switch setting ) function on or off settings
the temperature reporting
function is turned on and off
respectively.
The first two nixie tubes display
. "5-" and the last two nixie ) )
12/24 hours switch e . ) Enter time display mode
. tubes flash "12" or "24", | Set 12/24 hour display ]
settings setting

indicating 12-hour display or
24-hour display, respectively

Time display mode
setting

The first two nixie tubes display
"6-", and the last two nixie
tubes flash to show the wheel
display mode

Set the display mode (a total of 3) O:

only display time. 1: time,

temperature, year, month, day, week
wheel display. 2: time, temperature

Enter led automatic switch
display setting

LED automatic
switching display
settings

The first two nixie tubes display
"7-", and the last two nixie
tubes flash to show the LED

change time parameter

wheel display
Set the time parameter of led
change (0 is fixed display). For

example: when set to 30, switch to
the next display every 30 minutes.
When set to 62 (greater than 60),
switch to the next display every
(62-60) * 60 minutes (that is, 2
hours) (range: 0 ~ 84).

Enter volume setting

Volume setting

The first two nixie tubes display
"8-", and the last two nixie
tubes flash to show the volume

Set the volume (a total of 5 levels)

Enter the power on music

switch settings
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Power on music

switch setting

The first two nixie tubes display
"9-" and the last two nixie
flash "OF",

indicating that music is played

tubes "On" or

or not played when the phone
is turned on.

Set to play or not to play music at
power on

When setting to play music
at boot, enter the boot
music settings.

When it is set to not play
music at startup, return to
the time display mode and

save the settings.

Boot music settings

The first two nixie tubes display
"A-", and the last two nixie
tubes flash to show the name of
the boot music

Set boot music

Enter error time setting

Error time setting

The first two nixie tubes display
"b-", and the last two nixie
tubes flash the clock error time

Set the error time (range 0 ~ 96). For
example: the clock is 2 seconds
faster than every 24 hours, then the
error time is set to 24, and the error
amount is set to -2.

Enter error amount setting

Error amount setting

The first two nixie tubes display
IIC_II’
tubes flash the error of the

and the second two nixie

clock

Set the error amount (range -6 ~ 6).
For example: the clock is 2 seconds
faster than every 24 hours, then the
error time is set to 24, and the error
amount is set to -2.

Return to the time display
mode and save the settings.
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VI, ringtone download tutorial

This clock can update the internal ringtone by using our downloader. The specific operations are as follows, please be sure to

come in order, otherwise the download may not be successful.

1. Audio processing software

Due to the limited processing power of the microcontroller,Cannot process all audio files, currently only WAV files can be
processed, and the audio sampling rate cannot exceed 16K, the number of sampling bits is 8 bits, and mono. Such parameter
files are difficult to find on the Internet, so it is best to use The software converts itself. Here we recommend using the GoldWave
software. The official download address is http://www.goldwave.com. This software is not free. If you want to use it for a long
time, it is still recommended to buy it. After downloading, please click install. It's very simple, just press the next step, and finally
complete it. After the installation is complete, the interface is as follows:

« GoldWave =

File Edit Effect View Tool Options Window Help

L0 . 9

[}
New Open Help

version. Please click here to buy a license.
Channel Length Selection Range: Playback Position
Modified Zoom Format Description

After installation, you can modify the parameters of an audio file.
First open an audio file.

» GoldWave w o X

File Edit Effect View Tool Options Window Help

0-u. QoD b 4 = 2 v | @

Open Cut  Copy Delete set In Cues Help

CHEONDPABOED @ ME L @ A 2

i*""nw (L

”'“H“

Il !
0:00.00 0:00.05 0:00.10 0:00.45 0:00.20 0:00.25 0:00.3) 0:00.35 0:00.40 0:00.45 0:00.50 0:00.55 0:00.60 0:00.65 0:00.70 0:00.75 0:00.80 0:00.85 0:00.80 0:00.95 0:01.00 0:01.05 0:01.10 0:1.

lick here to buy a
d Lsag:

Mono 1173 v 0.000 to 1.173(L.173)
Original 1173 ~ Wave PCM unsigned 8 bit, 11025 Hz, 88 kbps, mano

First modify the sampling rate, click Effect-> Resample. As shown below:
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v GoldWave

Eile Edit;’f. Effegt."ﬂiew Tool Options Window Help

; B Censor... F By
- L
— 1 Compressor/Expander... 03 —
Mew Cut Copy Paste
© Doppler...
s paBOE
' = Echo..
= 1208 Eilter 3
Flanger...

Frequency Blend...
Interpolate

Invert

Mechanize...
Multichannel Mixer...
Offset...

Pitch...

s W “‘MM

3|ug-ig .'_'____'___'____E_' ________________ '______':_:'

Reverb...

1 WeHaase8%

Reverse

Stereo

Time...

Voice Over...

Volume

Playback Rate...

Resample...

__ __*;_MW%MMWW";MM L ﬁi‘l%u#i l'!i

Mono 1173 - 0,000 to 1.173 (1.173) -
Resample: Converts the sampling rate to a different rate

Then select the sampling rate in the pop-up dialog box, the maximum sampling rate supported by the microcontroller is
16000. After selecting, click ok.
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Then select File-> Save as

= GoldWave

=
' Ele} Edit Effect View Tool Options Wine

= New... Ctrl+N n

. Cpen... Ctrl+0 ¥

'_L =k Unda

il OpenURL. x

Y.r ‘

Recent > =0
Recen ax ¥

A Close Ctrl+F4

g Close All

0 Information...

b Save—€trs_
ﬁ\ﬂave As...
& savesetectionfss
By Save All

Converted Save H

I..:.h

Batch Processing...

Exit Alt+F4

In the pop-up dialog box, select the saved file type as wav.

IEE(N): | 1280E.wav

ERRERITY, Wave (wav) )

e Attributes...

Click Attributes and select PCM unsigned 8bit, mono. Finally click OK and save.
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Fa
Select Audio Attributes e
Filters: |All channels w | | All rates w | | All bitrates e
[PCM unsigned 8 bit, 8 channel (7.1) A |

{PCM unsigned 8 bit, 6 channel (5.1)
| PCM unsigned 3 bit, 4 channel (3. 1)

|PCMunsigmed 8 6iE, stereo
' i
| PCM Blgred-16-bit-8-chanre iz }——
| PCM signed 16 bit, & channel {5.1)
| PCM signed 16 bit, 4 channel (3.1)
{PCM signed 16 bit, stereo
[PCM signed 16 bit, mono
| PCM signed 24 bit, & channel (7.1)
{ PCM signed 24 bit, & channel {5.1)
| PCM signed 24 bit, 4 channel (3.1)

D7 cimmad 74 hit ctaran

Presets

4 :Attri b utes...: FES) B

2. Download ringtones

(1), connect to the computer

Press and hold the mode key of the clock and connect the clock to the computer with a USB cable. The clock will display a001,

and the computer will recognize the clock as a USB flash drive. The following figure shows:
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AHEEEE (C) EHEEEE (D)
7]

] e — i

] 27.5 GE [ , &£ 120 GB - 167 GB =]F , 3£ 200 GB
HHEFEE () AR (F)
i ]

] 242 GB BJA , £ 306 GB My 196 GB T[F , & 305 GB

U & (G) T
( e b
W | 35 ME TTE , it 2.96 MB g

W - - - -

After clicking, there are 3 folders:

2 m g TWIEE 1441
g UEG) »
i =Fr X HE =3
o 2018/8/1 2342 =
02 2018/8/1 23:.28 ==
03 2018/8/1 23:28 I

Among them, folder 01 is a file of Chinese voice, folder 02 is a file of English voice, and folder 03 is a ringtone file.
Some computers will prompt you to format the U disk. At this time, you should format it according to the steps of putting
the ringtone back in the clock, and then download the sound from the network disk into the clock.

(2), increase or decrease ringtone

Then copy all the folders to the computer and complete the increase and decrease of the ringtone file on the computer. The
contents of the 01 and 02 folders cannot be changed. If the changes may cause a time error, they can only be increased or
decreased in the 03 folder Ringtone. There must be at least two ringtones in the 03 folder or the clock will report an error. The
first two names of the ringtone file must be numbers, and they must be named sequentially from 00, and the file name length
should preferably not exceed 8 characters (a Chinese character is Two characters). The total size of all files after the increase or

decrease cannot exceed the capacity of the U disk, otherwise it cannot be put in. As shown in the following figure:

> 03

[T

SR # i 2SR

1L

@ 0081E= wav
© 017 #Hl.wav
2] 02¢%.wav
@ 037.wav
@ 048.wav
@ 05—.wav
@ 068F.wav
@ 07f7.wav
@ 088.wav

%

g

(3), ring back to the clock

After the ringtone is modified, you can put the sound back in the clock.
First format the USB drive, right-click the USB drive, and select Format.
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| s c2 HERAL(A)...
()
AR (C:
I
W™ ooscBEIE, & = (e 7
AR (E) BIEEEATUS)
== sasMm |
e o4 GeTE, = =
BER)
U # (G
S

Mg 4 35 B TIE, 1 3.96 MB

In the dialog box that pops up, select the default configuration size, and finally start, and wait for the formatting to complete.

L U & (G) X
=EE(P):

4.00 MB e
THES(F)

FAT (ZRA) v
SEETTAMA) ———
Eo=r D

'\-\._\_\_\_\_\________ ___'____,_:--""F--.

EEAEHIAED)
()
| EREERO)

HREEAL(Q)

FFA(S) HH(C)

After formatting is completed, it will become an empty U disk. Then just put all the sound files just copied out together with the
folder back into the U disk.

(4), Restart the clock

Finally, power on the clock again.
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VII, firmware upgrade

This kit provides a firmware upgrade function, which can still improve and upgrade the clock function after it is in the hands
of players.It provides source code, and players can also modify the clock function by themselves.

1. Compiler

Note: It is not recommended for people without MCU development experience to do this, because if the program is messy,
it will cause the system to run abnormally, and it may be necessary to return to the factory to re-program the program. We also
do not provide programming guidance, because programming is a complicated System engineering, we have limited manpower
and do not have the time and energy to do this work. Please modify the program yourself strictly according to the program
framework, and then modify the program after reading the program flow.

First of all, the Keil version used for compiling the software is KeilC51V9.00. Just open the program and compile it directly
(the gift program is already compiled, if you do not modify the program, you don't need to compile again). Those who
understand programming can modify the program themselves and add The functions you want really become a unique DIY kit.

File Edit View Project Flash Debug Peripherals Tools 5SVCS Win
=2" Ll B9 || m

& u&y ¥ | Target1 o KA
Project r B3

] MNixieTube.c ] u_diske | ] 1
T Prniect: FC1R38R Nl ———

If the compilation is successful, the prompt shown below will appear:

Build Output

Program Size: data=189.0 xdata=555 code=23755
creating hex file from ".\Cbjects\EC1E3E8B"... <
" \Objects\EC1838B" - 0 Error|(s), 0 Warning/(s) ‘
Build Time Elapsed: 00:00:08

You will find the required firmware EC1838B.hex in the Objects folder.
And pay attention to the size of the program, the value of code should be less than 25600, and the upgrade will fail!

2, Firmware upgrade

Press and hold the mode key of the clock and connect the clock to the computer with a USB cable. The clock will display a001,
and the computer will recognize the clock as a USB flash drive. The following figure shows:
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] 27.5 GB &[F , 3£ 120 GB - 57 GB ©]F , £ 200 GB
HHEFEE () AR (F)
i ]
. 242 GB o]H , 1t 206 GB My 106 GB =] , & 305 GB
_—U&@ ' :
( e b
e 135 MBEIR, #£396MB

After clicking it, there are 3 folders, and then put the clock firmware into the root directory of the U disk, but not in the
folder. The file name of the firmware is EC1838B.hex. As shown in the following figure:

- » UE(G)
BHR EME
o1 2019-
02 2019-
02 2020-
EC1838B.hex 2020-

Then power on the clock again, the clock flashes and displays the following figure, indicating that the upgrade is in progress,
and the program will automatically run after the upgrade is completed.

First19 71 £ 20 0



Produced by Xiaozhao Electronics http://dk3chao.taobao.com

First20 71 3t 20 7T



	I. A brief introduction to the principle of this c
	II. Function introduction
	1. Digital tube display
	2.led display
	3.Clock accuracy
	4.time setting
	5.Clock calibration
	6.Sound output
	7.Download ringtones
	8.Time signal
	9.report punctually
	10.Alarm clock
	11.Boot music
	12.temperature display
	13.Temperature broadcast function
	14.Brightness adjustment function
	15.12/24 hour system
	16.Sunday display
	17.Restore factory default settings
	18.Some error messages that may appear
	19.Firmware upgrade

	III. Hardware Introduction
	IV. Electrical performance
	V. Electronic clock display and key functions
	1. Time display
	2. Time setting
	3. Hourly time signal and alarm clock settings
	4. Function settings

	VI, ringtone download tutorial
	1. Audio processing software
	2. Download ringtones
	(1), connect to the computer
	(2), increase or decrease ringtone
	(3), ring back to the clock
	(4), Restart the clock

	VII, firmware upgrade
	1、Compiler
	2、Firmware upgrade


