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机身拼装  Assemble the Fuselage

01-1

配件图仅做参考用，您收到的实物可能因为修改/优化的原因导致与图片有略有不同。
Photos shown here just for reference, the product you received maybe slightly differ from the photos due to 
continuous improvement on products.

在两片A1的反面均匀涂抹泡沫胶。
在A2的两侧均匀涂抹泡沫胶。
Spread foam glue evenly on the 
reverse sides of the two pieces of 
A1.
Spread foam glue evenly on 
both sides of A2.

把涂好胶水的A1粘到A2的两侧，粘
贴时对齐边缘及各对应的空位。
Paste the glued A1 to both sides 
of A2, and align the edges and 
corresponding spaces when 
pasting.

把转向舵从机身切下，用模型刀切割转向舵与机身连接处，
切出45度斜面。
Cut the steering rudder from the fuselage, use a model 
knife to cut the connection between the steering 
rudder and the fuselage, and cut a 45-degree slope.
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A1-2：机身 Fuselage

B1-2：机翼 Wing

B3：水平尾翼 Horizontal Tail

C：机翼支架 Wing Structs 

D1-2：起落架，轮子
           Landing Gear; Wheels

E1-3：碳片 Carbon sheet

F：碳杆 Carbon Rod

G2：舵角 Servo Horn

G1：连杆连接件 
        Linkage connector 

H1-2：钢丝连杆 
           Steel Wire Linkage

J：热缩管 
     Heat-shrinkable Tube

I：马达座 Motor mount
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机翼拼装  Assemble the Wing

在下机翼B2底面预留槽内嵌入E1碳片，并用泡沫胶把碳片粘固在槽内。
Insert the E1 carbon sheet into the reserved groove on the bottom of the lower wing 
B2, and fix the carbon sheet in the groove with foam glue.

把舵机通电回中，并安装
一字型舵臂。然后切掉舵
机支架。
Power on the servo 
back to the center, and 
install a flat servo arm. 
Then cut off the servo 
bracket.

把02-1步骤粘好的机
翼翻转，装入舵机并把
舵机线放置到正面。(
如左图安装)此处舵机
不要粘。
Turn over the wing 
glued in step 02-1, 
install the servo and 
place the servo line 
to the front. (as 
shown on the left) 
Do not paste the 
servo here.
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把下机翼穿入机身下端预留槽内，调整居中并调整好舵机位置，然后用泡沫胶涂抹连接处粘固。
Insert the lower wing into the reserved groove at the lower end of the fuselage, adjust 
the center and adjust the position of the servo, and then apply foam glue to the 
connection to fix it.
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舵机及连杆的安装   Installation of servo and connecting rod

把水平尾翼插入机身尾部，
连接处用泡沫胶粘固。
Insert the horizontal tail 
into the tail of the 
fuselage, and fix the joint 
with foam glue.

在转向舵下方与机身连接处，
用少量泡沫胶粘连。
Use a small amount of 
foam glue at the connec-
tion point under the 
steering rudder and the 
fuselage.

把钢丝连杆一端穿入舵臂，另一端穿入舵角，预装舵角在副翼上，并修剪舵角插针长度。
Insert one end of the steel wire linkage into the servo arm, and the other end 
into the servo horn , pre-install the servo horn on the aileron, and trim the pin 
length of the servo horn.

调整好舵角后，涂抹泡沫胶，把舵角粘固在副翼上。
After adjusting the servo horn, spread the foam glue to fix the servo 
horn on the aileron.

如左图，截取合适长度的热缩管，把Z型钢丝和碳杆套再一起，加热热
缩管缩紧，然后点入少量CA胶加固。
As shown in the picture on the left, cut the suitable length of the 
heat shrinkable tube, sleeve the Z-shaped steel wire and the 
carbon rod together, heat the heat shrinkable tube to shrink it, 
and then add a small amount of CA glue to reinforce it.

连杆制作方法  Make the Connecting Rod

F 碳杆
   carbon rod

J 热缩管
  heat-shrinkable tube

H1 Z型钢丝
      Z-shape steel wire

03-5

如左图，在机身中部安装舵机，上
下交错安装。舵机线从预留孔整理
到同一侧。
As shown in the picture on the 
left, the servo is installed in the 
middle of the fuselage, 
staggered up and down. 
Arrange the servo wires from 
the reserved holes to the same 
side.
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把制作好的一端Z型头穿入舵机的舵
臂，然后参考尾翼上舵角的位置，
确定连杆合适的长度，并切除多余
的碳杆。
Insert the finished Z-shaped end 
into the rudder arm of the 
steering gear, and then refer to 
the position of the rudder horn 
on the tail to determine the 
appropriate length of the 
connecting rod, and cut off the 
excess carbon rod.

连杆连接舵机与升降舵、转向舵
The connecting rod connects the servos to the elevator and rudder

转向舵
Rudder
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在尾翼预留槽嵌入小碳片，用泡沫胶粘固。
Insert a small carbon sheet into the reserved slot of the tail 
wing and fix it with foam glue.

注意：2根连杆只做好一端的Z型头，另一端待后续步骤再制作。
Note: For the two connecting rods, only one end of the Z-shaped head should be made, and the other end will be made in 
subsequent steps.

参考步骤03-5制作升降舵和转向舵的连杆。
Refer to step 03-5 to make the connecting rods of the elevator and steering rudder.

注意：2根连杆只做好一端的Z型头，另一端根据上下副翼的距离确定好
位置后再制作。   
For the two connecting rods, only one end of the Z-shaped head 
is made, and the other end is made after determining the position 
according to the distance between the upper and lower ailerons.
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如左图，在转向舵上贴一段透明
胶，然后把转向舵粘贴到机身尾
翼上。保留1mm间距。
As shown in the left picture, 
paste a piece of transparent 
glue on the steering rudder, 
and then paste the steering 
rudder to the tail of the 
fuselage. pls take care to keep 
1mm spacing.
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重心位置展示 Display for C.G

Power System Installation and Adjustment
电子设备安装调试

更多电子设备调试细节可参考以下链接查看（可直接扫二维码）

More details about power system adjustment, please refer 
to below link: (You can scan QR Code directly.)

http://www.dwhobby.com/art/connection

常规飞行(Normal Flying)                        3D飞行 部分飞机支持(3D Flying only support some models)
副翼  Aileron           ±（15°-30°）           ±40° 或者更大(or larger)
平尾  Elevator          ±15°                        ±40° 或者更大(or larger)
垂尾  Rudder           ±15°                        ±40° 或者更大(or larger)
常用襟翼 Flap      （起飞 take-off）15°-20° （降落 Landing）20°-40°

部分特殊机型会有V型尾翼，襟翼，前缘机翼或舵面很小等，可以以常规飞行的角度作为参考，在您不确认且没有有经验人员指导
的情况下，我们建议您先以小角度试飞以确认您的设置是否正确。
Some special models will have V-tails, flaps, leading edge wings, etc., which can be used as a reference for conventional 
flight angles. If you do not confirm and there is no experienced person to guide you, we recommend that you first test 
at a small angle to confirm that your settings are correct.
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遥控器动作 飞机反应

升降杆下拉

Direction rod to the left

升降杆上推

Direction rod to the right

Steering rod to the left 

Steering rod to the right

Lifting rod up 

Lifting rod down

转向杆向右

转向杆向左

方向杆向右

方向杆向左

地面控制方向测试

此处推荐 AEO RX15x-E系列多合一接收机。
接收机焊接可参考左图焊接插头,也可以根据
接收机说明书自行焊接。
Here we recommend the AEO RX15X-E 
series all-in-one receiver. For the receiver 
welding, please refer to the welding plug 
on the left, or you can weld it by yourself 
according to the receiver manual.

上图示范电池放置位置，用刀延虚线切开槽位放置电
池，如自备电池不适合孔位可不切开。
The above picture shows the battery placement 
position. Use a knife to cut the slot along the 
dotted line to place the battery. If your own 
battery does not fit the hole, you don’t need to 
cut it.

C.G125mm

AEO RX15x-E 说明书链接：
Description link:
https://www.aeorc.com/rx14amp14eamp15e-series-mini-receiver-user-manual-a0074.html

然后对照步骤制作连杆另一端的Z型
头。
Then follow the steps to make 
the Z-shaped head at the other 
end of the connecting rod.

完成Z型头后，把Z型头穿入舵角，
把舵角用泡沫胶粘在舵面上。
After finishing the Z-shaped 
head, insert the Z-shaped head 
into the rudder horn, and glue 
the rudder horn to the rudder 
surface with foam glue.

升降舵
Elevator
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G2
在机身腹部粘贴机翼支架，用泡沫胶粘固。
Paste the wing bracket on the abdomen of 
the fuselage and fix it with foam glue.

穿入碳杆，安装机轮。
Insert the carbon rod and 
install the wheels.

两端粘固。
firmly fixed at both. 

把马达安装在马达座上，用螺丝固
定，并在马达上安装桨保护器，然后
粘贴到机身头部，用泡沫胶粘固。
Install the motor on the motor 
mount and fix with screws, install 
the propeller saver on the motor, 
then paste it to the head of the 
fuselage and fix it with foam 
glue.
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AEO RX15x-E 说明书

装饰起落架安装  Decorative Landing Gear Installation
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