[bookmark: _GoBack] Doorbell user manual

[bookmark: OLE_LINK5][bookmark: OLE_LINK4]Product Description:
[bookmark: OLE_LINK7][bookmark: OLE_LINK6][bookmark: OLE_LINK8]1. Product Features:
Battery-free wireless doorbell, driving wireless signal by pressing power generation, no battery, no wiring, simple installation, green and environmental protection, the appearance is minimalist design, simple and generous, and the shape is round and beautiful. BM3FS can be used with receiving devices such as wireless receivers/smart switches for remote control of electrical equipment, which can easily realize single control, dual control, multiple control and mutual control. It is not only an application doorbell, but also can be used in various fields such as switches and pagers.

[bookmark: OLE_LINK14][bookmark: OLE_LINK13]2. Product diagram
[image: ]
(1) Indicator                    (2) Pairable button and music selection button
[bookmark: OLE_LINK57](3) Volume button and back   (4) Transmitter button
[bookmark: OLE_LINK16][bookmark: OLE_LINK17][bookmark: OLE_LINK15]
[bookmark: OLE_LINK18][bookmark: OLE_LINK19][bookmark: OLE_LINK21][bookmark: OLE_LINK20]3. Technical parameter
	technical parameter
	Doorbell transmitter
	Doorbell receiver

	Power supply
	self-powered generation
	AC 110V~230V-50/60Hz

	Power consumption
	                                       0.25W

	Music
	
	38 Melodies

	Weight
	35g
	50-55g

	distance of transmission
	Operating range(No obstacles)≥150M

	Working frequency
	433MHz

	Appearance dimension
	70mmx46mmx20mm
	66mmx50mmx60mm

	Ringtone volume
	
	≥50dB/1m处

	Working temperature
	-20℃~+60℃
	-10℃~+45℃





User Instruction
1. Pairing: When the BM3JS receiver is in the power-on state, the indicator light is always on, then it is in the pairing mode. Press the BM3FS button once, the indicator light flashes and the pairing is successful. Up to 5  transmitters can be matched. You can also pair it yourself as shown below. When the receiver has paired 5 switches and then paired with the new switch, it will automatically replace the first switch.
 (1) The receiver has just pressed the pairing button for 3 seconds within 1 minute of power-on.
    (2) When the blue light on the receiver is always on, enter the pairing mode.
(3) Press the transmitter, the blue light flashes on the receiver, and the pairing is successful.
[image: ]
2. Clear the pair code: If the receiver is just pressed for 1 minute, press and hold the button on the receiver, until the indicator light is on, then flash 3 times, all the code is cleared.
 (1) After the receiver is powered on, press and hold the pairing button within 1 minute, until the blue light is always on and flash 3 times, and the clearing is successful. [image: ]

3. The song returns to the first one: the receiver can hear the first ringtone by long pressing the “Volume Adjustment and Back button” while the power is on. [image: ]
4. Song selection: The receiver can replace the built-in 38 songs in sequence by pressing the “Pairing and Choosing” button while power is on. [image: ]
5. Press the volume button in turns to adjust the volume, There are three volume range:  high, moderate, and low.
[image: ]

BM3FS Install Instruction:
The BM3FS transmitter can be placed or moved at will, or it can be fixed in your favorite position.

1. Method 1 (double-sided stickers):  Remove one side of the double-glue sticker and stick it to the bottom of the transmitter , then tear the other side of the double-glue sticker and stick it on the wall or glass. Then the installation completed.                 [image: ]
double-sided stickers

2. Method 2 (screw mounting): As shown, the bottom cover bracket is first screwed to the wall, then slide the transmitter into place.[image: ]    
Tip: Please avoid installing on metal objects (iron gates, iron windows, etc.) to avoid affecting the launch distance. Please try it before fixed transmitter.

[bookmark: OLE_LINK68]

Fault analysis and troubleshooting
1. [bookmark: OLE_LINK69]No sound:
[bookmark: OLE_LINK71][bookmark: OLE_LINK70]Check  whether receiver socket is powered on.
2． Short transmission distance: Some objects, such as iron doors and iron frames, walls or ceilings will affect the efficiency of transmission distance. Please avoid the transmitter and receiver near these objects.

image7.png




image8.png




image1.png
QX-002JS QX-002FS

AN B2 R i i

Indicator Pairable button and music selection button
@%iiﬁ%&ﬁ@ @iﬁ%%&@

Volume button and back Transmitter button




image2.png




image3.png




image4.png




image5.png




image6.png




