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➢ FlightController 

① Flight Controller 

 
size：44*28*12mm 

weight：21g 

uarts：6 

PWM：8 

 

 

 

② POWER 
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➢ PMU 
size：45*32*8mm 

weight：18.5g 

 

 

① Max measure Current 120A，Continuse 75A 

② Max voltage 36V (8S) 

③ 5V~ 5A , max output 7A(Do Not Select 7v) 

④ 12V / 9V ~ 3A Max 5A 

  

 

⑤ Vtx andGND support 12V / 9V。 
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➢ Receiver 
RC 

 
① SBUS， WBUS， IBUS 

Connect SBUS signal to RX port 

Do not use sbus2 mode 

 

 

 

② CRSF， MAVLINK， ELRS 

  Connect Rx to TX 
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➢ Telemetry 
UART1 / UART2 

 
① Connect RX of telemetry to Tx of uart1/2 

② Two uarts can set as mavlink port？ 

 
Default mavlink version is v1。 

 

➢ VTX 

 
③ Analog  

The video in port of VTX connect to signal port of VTX. 

 

 

 

 

 



 

6 

 

④ Digital  

 

 

The RX of air unit connect to TX of VTX。 

DJI G2, N3 goggles or walk snail avantar： 

 

 

➢  Camera 

 

① Dual camera switch 

Select camera switch channel 。 

 
② Default camera channel is C1 

③ After failsafe switch to C1 

④ Use dual camera board 

 

 

 



 

7 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

➢ GPS 
GPS 

    
① Support all UBLOX model, and auto configure。 

 

② Connect RX of GPS to TX  
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➢ Servo 

 
① Need connect a 5v BEC to servo channel。 

 

② If you want to plug the 5V BEC module separately, please plug it into the idle 

servo port (do not plug it into the AS port) 

 

③ PORT 

 

name info 

A AIL  

E ELE 

T THR 

R RUD 

A1 A2 A3 A4 AUX 

 

 

④ The 5V output on the PMU can be used to power the servo. At this time, a 

capacitor (470 uF, 35V) must be soldered to the 5V output port of the PMU. 
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➢ AirSpeed 
The airspeed meter is connected to the AS port, and the FC will provide power to the AS 

port. 

 

①  

 
②  

 

③ Check airspeed value 

 

动压 

静压 


