























One-button Landing:

When long-press the One—button Landing, the flying aircraft will land in place
and will not return to the take—off point. The remote control can control the
aircraft during the landing process. During the process, you can push up the
remote control accelerator joystick to release the landing command, or you can
release it by pressing the button again. At this time, the aircraft is hovering and
waiting for the operation command.

Round Flight
Toggle down the SWA-5 reset switch and the aircraft will record the coordinates

and fly in a horizontal round flight with these coordinates as the center. Toggle
down the switch or aileron/elevation joystick again to release the round flight.

Figure 8 Flight:
In GPS mode, the SWA-5 reset switch is toggled upward, the aircraft records
the coordinates and flies an up and down Figure 8 Flight pattern with these

coordinates.Toggle the SW-5 switch again to deactivate the current flight mode.

Flight Restriction:

Rudder tx stick

1 The remote control is connected to the aircraft for frequency matching.

2 Toggle the SWC-7 switch g_¢ of the remote control to the bottom to lock the
aircraft. toggle the SWA-5 switch down 8 times continuously to enter the
propeller pitch setting. The remote control display only shows the aircraft and
channel pattern.
3 Long press the camera button with a beep sound, then all servos enter the
servo homing.

4 Adjust the corresponding servo thr

ugh the joystick until the aircraft cross
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dﬁﬁlay and the propeller pitch setting is completed.

Note: The experienced person is needed to guide the propeller pitch

Propeller Pitch Setting:

When users change the rudder or other major accessories, it may change the
propeller pitch, and adjust them to help flight stability. Please follow the steps
below to set it.

Downward Lowermost
toggle 8 times| position of
continuously the switch

Long press the camera button
to enter the servo homing
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setting.

Common Troubleshooting:

Serial

Problem Solutions
Number
1 1 The GPS icon does not appear on the display before the flight is unlocked.
GPS mode cannot be unlocked for takeoff 2 Please make sure the remote control switch is in the correct position.
2 After the aircraft is powered up, the remote 1 The power-up is so fast that the remote control is too late to respond.
control display does not show the aircraft data. 2 Re-power the aircraft.
3 The light keeps flashing rapidly after the When the aircraft is in the gyroscope detection state, please put it on a
aircraft is powered on. stationary plane or on the ground.
4 The aircraft cannot hover or tilt to one side Recalibrate the gyro by placing the aircraft on relatively level ground or
after takeoff. table.
. . 1 Check the propeller blades for breakage and replace them as a whole
5 The aircraft vibrated badly. 2 Please check if the main cross shaft of the aircraft is bent and replace
it in time.
The aircraft cannot be unlocked and the i . .
6 ndicator light s flashing rapidy. The battery voltage is too low, please give a full charge.
7 Unstable flight in high winds. The craft is suitable for use in weather conditions less
than force 4 winds.
8 Unable to hover, keep circling. The compass data is wrong, please recalibrate it.
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