
RC. Mode Switching Instructions（模式切换说明）

一、Software aspect of RC mode switching（遥控器程序上切换）

1、While the remote control is powered off, simultaneously press the top-left and

bottom-right buttons in the special function button area (as indicated by the green

arrows). Then press the power button (as indicated by the red arrow in the picture

below). This will switch to another mode.（在遥控器关机状态下。同时按压特技按

钮区域左上角和右下角按钮（如绿色箭头所示）。再按压开关按钮（如下图红色

箭头所示）。即可切换为另外一种模式。）

2、After turning off the device, repeat the above steps to switch back to the original

mode.（关机后，重复以上动作即可更改回原来的模式。）



二、Physically switch the RC （遥控器物理上切换）

1、Remove the batteries from the remote control. Carefully pry open and remove

the silicone grips on both sides. Unscrew the four screws on the back of the remote

and carefully open the back cover.（移除遥控器的电池。小心撬开并拿掉两侧的硅

胶握手。拧开遥控器背面的四个螺丝，小心打开后盖）

2、Unplug the connectors on both sides of the joystick, as shown by the red arrows

in the picture, and unscrew the screws securing the joystick, as indicated by the

yellow circles.Carefully remove the left and right joysticks. If necessary, you can

disassemble more components.（拔掉两侧摇杆的插头，如图红色箭头所示，并拧

开固定摇杆的螺丝，如黄色圆圈所示。并小心拆下左右的摇杆。如果需要，你可



以拆开更多的零部件）

3、Swap the left and right joysticks, and tighten the fixing screws. Finally, connect

the plug on the joystick. Note: The length of the joystick's wire is designed to be just

right. If you feel the wire is not long enough, you need to rotate the joystick 180°

and connect the wire to the socket. Finally, reassemble the remote controller by

reversing the disassembly steps.（将左侧和右侧的摇杆进行调换，并拧好固定螺丝。

最后将摇杆上插头插好。注意：摇杆设计的线长是刚好的。如果你觉的线长不够，

那么你需要将摇杆调转 180°并将线插在插座上。最后按照拆装的逆向操作，重

新装好遥控器。）

4、Congratulations, you have successfully switched the RC mode.（恭喜你完成了遥

控器模式的切换）
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