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Get ready for bicycle riding

1. Please carefully read the manual to understand the performances and pertinent
requirements before riding. Please find an open place with flat ground to ride
firstly and go to the main road for riding after completely understood how to
operate the bicycle.

2. Check the state of the bicycle: check the brake, tires, air pressure, handlebar,
folding clasp, dashboard, battery and other parts to make sure that the bicycle
is in good condition.

3. Check the electrical system: After power is on, check and make sure that the
indicator lights on the dashboard function well. Make sure that the horn and
lamps function well. Make sure that the battery is sufficient to complete the
range, otherwise, please charge firstly.

4. Check the brake system: Make sure that the brakes and the power-off after
brake function well, otherwise, please do not ride and contact after-sales
department.

5. Please make sure that the folding clasp and quick release clamp are locked tight
to ensure the safety of driving.

How to remove the battery
1. Pull the trigger under the seat, unlock the battery, and pull it up to restore the
seat

2. The seat can be disassembled if necessary, just open the quick-release buckle
and pull out the seat tube.

Figure 1 Figure 2

Dashboard function and how to switch on and off
Without S: low speed

Green S: Midium speed

Red S: High speed

Real speed

Light on

Bluetooth connected

Electric current

Speed unit

Battery status

Entering speed cruise

1. Speed mode display: Without S is the low-speed mode, green S is the
medium-speed mode, and red S is the high-speed mode.

2. Light display: the icon lights up when the light is on, and goes out when
the light is off.

3. Lock display: The icon lights up when the e-bike is locked, and goes out
when the e-bike is unlocked.

4. Battery display: Display the current percentage of the vehicle's power.

5. Bluetooth display: Lights up when the APP link is successful.

6. Fault display: Displayed when the vehicle is faulty, and a fault code is
displayed.

1. In the off state, press and hold the power button
for 3 seconds to turn on the machine

2. In the power-on state, click the power button to
turn on the light

3. In the power-on state, double-click the power
button to switch between three speed modes
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Charging and battery using
1、Charging method

(1) When using the charger for the first time, carefully check whether the rated output
voltage of the charger is consistent with the battery voltage,

and check whether the input voltage of the charger is consistent with the grid voltage.

(2) When charging, please place the charger in a ventilated place, then insert the output
plug of the charger into the charging hole, and then plug the power plug of the charger into
a 220V 50Hz AC power supply, and be sure to keep the input power plug in contact with
the AC socket Totally reliable.

(3) The indicator light of the charger turns from red to green, indicating that the battery is
fully charged; it is advisable to charge for 3-4 hours at a time, and the longest time should
not exceed 6 hours.

(4) After charging, unplug the input plug of the charger first, and then unplug the output
plug connected to the electric bicycle. It is forbidden to connect the charger to a live power
socket for a long time without charging .

2. Precautions for battery protection.

(1) Restricted by the characteristics of lithium battery, it is better to fully charge the battery, namely, the
indicator light of charger turns into green from red. It is advised to avoid over-charge and over-discharge.

(2) Please do not place any articles on the battery and charger while charging, otherwise, severe consequence
may occur due to the overheat of charger.

(3) Please charge the bicycle with original charger. Otherwise, the battery will not be covered by the
warranty policy. Meanwhile, the company shall not be held liability for any resultant consequence of any
problems related to safety.

(4) You can charge the battery whenever necessary. The battery performance may be compromised if you do
not charge in time while the battery is low and the service life may shorten. The correct use and
maintenance can ensure that the battery can maintain about 80% of capacity after 500-time charging and
discharging of the battery, however, it is inevitable to avoid the decrease of overall capacity of the
battery.

(5) If the battery remains in a low electricity state, the performance may permanently compromise. If you
need to storage your battery for a long time, please keep it in a cool and dry place. The temperature
should be 10-21℃ and keep it from direct sun exposure. Make sure to charge once every 30 days, in
doing so, the service life of battery can be extended and the performance can be maintained.

(6) Please avoid intentional short circuit of battery, otherwise, severe consequence may occur. All the
damage of charger caused by improper use will not be covered by warranty policy.

(7) When the service life of battery is up, please do not dispose it along with the household waste and please
dispose it according to local recycle regulations.

(8) In case of any questions about the use, maintenance, and storage of battery, please contact customer
service at any time.
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Type Possible reason Solution

No power output after start
ing the bicycle

No power supply Battery is under voltage. Ple
ase charge the battery.

Insufficient range of riding 1.Insufficient charging of battery
2.Insufficient tire pressure
3.Frequent brake, start or overload
riding
4.The aging or normal attenuation
of battery
5.The ambient temperature is too l
ow and the battery capacity attenu
ated

1.Charge the battery in time
2.Check the tire pressure and
blow up the tire if necessary
3.Keep good riding habits
4.Replace the battery

Fail to charge the battery The plug of charger was not well c
onnected
The battery temperature is too low
or too high

1.Check the plug and make s
ure that it is well connected
2.Restore the battery to the c
harging temperature

No display on dashboard 1.No power supply
2.Damage of battery converter
3.Dashboard fault

1.Charge the battery in time
2.Contact customer service to
replace the dashboard

Turn on the power and rota
te the grip shift, but electri
c motor fails to actuate

The bicycle is under brake state
Fault of on/off button on dashboar
d

1.Check whether the brake c
rank is under brake state
2.Contact customer service t
o replace the dashboard

Maintenance

1.The front and rear wheel should be at the center of front and rear fork or frame. The tension of
each spoke of rim should be approximate and should maintain the rim in a regular circle.
Bounce or offset should be avoided. In case of spoke loss or fracture, the rim will not be
unhindered, please seek help from professional technician for commissioning.
2.The rim must be smooth, otherwise, the riding resistance will be increased or it will be risky.
3.High-quality driven chains have been equipped with the bicycle, please keep them clean.
Grease should be applied frequently to continuously lubricate the chains.
4.Please frequently check whether there is abrasion for the brake pad to ensure the safety during
riding.
5.Please avoid riding in wet, rainy, or snowy weather. If it is not avoidable, please remember to
keep further brake distance than normal condition and please ride slowly. Make sure to keep
distance with other vehicles so that you can brake in time.
6.Please check the tires frequently and see if there are places with scratches, cracks, or
excessive abrasion. The inner tube and the air nozzle should be vertical. The cover tire with
damage or excessive abrasion should be replaced immediately. Please seek help from
professional technician to replace the cover tire. In case of air leak due to the accidental
puncture of tires, please contact professional technician to repair or replace.
7.It is forbidden to modify or retrofit the frame, front and rear fork, vertical tube, and parts of
electrical function. In case of any damage, the original parts must be replaced, otherwise, the
repair, refund and replacement services should not be provided and the resultant liabilities or
damages should be undertaken by yourself.
8.Regular maintenance should be conducted at the professional maintenance store so that your
bicycle can be in a good and safe condition.

Common faults and solutions
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Item Parameters

Frame material Carbon steel

Size of wheel 20 inch

Max. load bearing 150kg

Max. speed 25km/h

Brake system Front and rear disc brake

Battery type Lithium battery

Charging time 4-6h

Model type of electric motor 1000W Brushless Motor

Rated voltage of electric motor 48V

Rated speed of electric motor 440+10r/min

Under-voltage protection value of controller 42±0.5V

Over-current protection value of controller 22±1A

Energy consumption per 100km 0.95kw·h/100km

Waterproof rate Ip54

Overall weight 34.5kg

Extended size (L×W×H) 1167*62.5*105cm

Folded size ((L×W×H) 141*34*80*cm

Package size ((L×W×H) Please check the carton

Center distance of front and rear wheel 970mm

Precautions for riding
1. It is forbidden for a person under 16 to ride.

2. The maximum load bearing of the bicycle is 105kg. Overload is forbidden.

3. Before riding, please carefully check whether the folding clasps have been fastened. Make sure that it has
been fully charged and the tire pressure is normal. Please check the distance and intensity of the brake. The
left brake crank should correspond to the rear brake and the right one should correspond to the front brake.
Please first pinch and then brake while riding, in particular the emergency brake.

4. During riding, please wear a safe and qualified helmet with the proper size. If you lend the bicycle to
another person, please make sure that they will wear the helmet mentioned above.

5. While stop for waiting, please hold the brake tight.

6. Please turn off the power when pushing the bicycle to avoid personal injury to you and others as well as
damage to the bicycle.

7. Please follow traffic laws and regulations. It is forbidden to ride on the motorway. Please do not ride on
the wrong side of the road and do not run the red light.

8. It is forbidden to ride with a single hand or no hand holding the handlebar. It is not allowed to use for off-
road riding, jumping, or racing.

9. The reflectors required by the national standard have been mounted in the factory. Please keep them clean
and bright and do not remove them without authorization.

10. In case you need to ride at night or low visibility, you can purchase lighting equipment.

10. The range depends on the charging condition of the battery, tire pressure, selected gear, weight of the
rider, terrain, and other factors, such as, whether you frequently start or stop the bicycle.

11. Please pay attention to the maintenance of the electric bicycle to keep the good condition.

Main parameters
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1
The brake lever faces straight ahead, which is in line with the tire's forward direction.

Align the instrument cable and the riser communication cable according to the direction of the small arrows at both ends of the joint and insert them tightly.

Tighten the four fixing screws with a tool, and the handlebar is installed.

Installation after receipt Installation after receipt

Handlebar installation

1. The brake lever faces straight ahead, which is in line with the tire's
forward direction.
2. Align the instrument cable and the riser communication cable
according to the direction of the small arrows at both ends of the joint
and insert them tightly.
3. Tighten the four fixing screws with a tool, and the handlebar is
installed.

Front wheel installation

1. Place the tire disc on the left side of the
vehicle's forward direction.

2. Align the hole of the front fork with the quick
release lever and snap it in. Note that the disc is
just inserted into the brake caliper

While turning the screw on the left, try to fold
the buckle on the right to find the maximum
force to lock it.
Requirements: When lift the front wheel, the
wheel could not loose, the tire rotates
normally, and the brake disc has no abnormal
sound
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Gear Intensity Speed

1-2 Relax Slow

3-4 Moderate Moderate

5-7 Hard Fast

Gear pointer Up gear

Down gear

Transmission diagram

■ To speed up, start in a lower gear and switch to a higher gear as you speed up.
■ As you go uphill, your speed drops, and you lower your gear to maintain a certain amount of pedal
power.
■ When the wind is in the wind, you speed up and shift gears to maintain a certain amount of pedal
power.
The above is the cycling suggestion,You can use the gear properly according to your personal habits.

When using the drive line, pay attention to the
following details

■ When using a gear shift system, try not to skip gears as they can easily damage the transmission.lt is
also possible to change more than two gears, should be a level of adjustment, can better protect the
transmission system.

■ When the bicycle stops running, or when going downhill, do not reverse the rotation system, which is
not only bad for the transmission system, but also can cause accidents.

Guide

1. Warranty policy

(1) The company provides users with three guarantees of service based on the warranty card and shopping
voucher. The warranty card and the proof of purchase will be used as a proof to enjoy after-sales service, please
keep it safe, and it will not be replaced if lost.

(2) If it is not within the scope of the three guarantees or exceeds the validity period of the three guarantees,
the company is still responsible for after-sales, corresponding fees apply.

(3) Replacement of batteries exceeding the three-guarantee period shall be purchased at the price of spare
parts of the company. Batteries must be handed over to a specific recycling unit for recycling and cannot be
discarded at will to ensure safety and avoid polluting the environment.

2. Responsibility statement

The company has the final right of interpretation and right of maintenance and modification to the contents of
this instruction manual. If the vehicle type

There are any adjustments and changes in number, specifications, functions or other content without prior
notice.

3. Contact us

During your use, if you need to consult about issues such as riding, maintenance and warranty, safety, etc.,

You can contact us at any time if you want to obtain the address of the repair center or have other questions

If you have any questions, please call the customer service hotline for inquiries.
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