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1 Report Summary 

1.1 Report Modification Record 

Alterations and additions to this report will be issued to the holders of each copy in the form of a complete 
document. 

Issue Description of Change Date of Issue 

1 First Issue 2025-03-20 

1.2 Introduction 

The information contained in this report is intended to show verification of the EMC Qualification Approval 
Testing of the requirements of the standards for the tests listed in Section 1.3. 

Product Type : Electric Scooter 

Trademark : / 

Date of Receipt of EUT : 2025-01-27 

Start of Test : 2025-03-10 

Finish of Test : 2025-03-20 
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1.3 Brief Summary of Results 

A brief summary of the tests carried out in accordance with CE Standards are shown below. 

Specification Test Description Result Remark 

EN IEC 55014-1:2021 Magnetic field induced current N/A Note 1 

EN IEC 55014-1:2021 
Conducted disturbance at mains 

terminals 
Pass / 

EN IEC 55014-1:2021 Disturbance power  N/A / 

EN IEC 55014-1:2021 Radiated disturbance Pass / 

EN IEC 55014-1:2021 Discontinuous disturbance N/A / 

EN IEC 61000-3-
2:2019+A1:2021 

Harmonic current emission Pass / 

EN 61000-3-
3:2013+A1:2019+A2:2021 

Flicker Pass / 

EN IEC 55014-2:2021 

(refer IEC 61000-4-2:2008) 

Electrostatic discharge immunity 
test 

Pass / 

EN IEC 55014-2:2021 

(refer IEC 61000-4-4:2012) 

Electrical fast transient /burst 
immunity test 

Pass / 

EN IEC 55014-2:2021 

(refer IEC 61000-4-6:2013) 

Immunity to conducted 
disturbances, induced by radio-

frequency fields 
Pass / 

EN IEC 55014-2:2021 

(refer IEC 61000-4-

3:2006+AMD1:2007+AMD2:2

010) 

Radiated, radio-frequency, 
electromagnetic field immunity test 

Pass / 

EN IEC 55014-2:2021  

(refer IEC 61000-4-
5:2014+AMD1:2017) 

Surge immunity test Pass / 

EN IEC 55014-2:2021  

(refer IEC 61000-4-11:2020) 

Voltage dips, short interruptions 
and voltage variations immunity 

tests 
Pass / 

 
Remark: 
Note 1: This is applicable only to equipment and apparatus with active IPT functions. 
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1.4 Test Conditions 

1.4.1 Environmental Conditions 

The climatic conditions during the tests are within the limits specified by the 

manufacturer for the operation of the EUT and the test equipment. 

The climatic conditions during the tests were within the following limits: 

Temperature Humidity Atmospheric pressure 

15 °C – 35 °C 30 % - 60 % 860 hPa – 1060 hPa 

If explicitly required in the basic standard or applied product standard the 

climatic values are recorded and documented separately in this test report. 

1.4.2  Performance Criteria 

Performance criterion A: The apparatus shall continue to operate as intended during the test. No degradation 
of performance or loss of function is allowed below a performance level specified by the manufacturer, when 
the apparatus is used as intended. If the minimum performance level or the permissible performance loss is 
not specified by the manufacturer, then either of these may be derived from the product description and 
documentation, and from what the user may reasonable expect from the apparatus if used as intended. 
 
Performance criterion B: The apparatus shall continue to operate as intended after the test. No degradation 
of performance or loss of function is allowed below a performance level specified by the manufacturer, when 
the apparatus is used as intended. During the test, degradation of performance is allowed, however no 
change of actual operating state or stored data is allowed to persist after test. If the minimum performance 
level or the permissible performance loss is not specified by the manufacturer, then either of these may be 
derived from the product description and documentation, and from what the user may reasonable expect from 
the apparatus if used as intended. 
 
Performance criterion C: Temporary loss of function is allowed, provided the function is self-recoverable or 
can be restored by the operation of the controls, or by any operation specified in the instruction for use. 
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1.5 Product Information and general remarks 

Technical Description 

Ratings : DC 52V; 25A; 900W; 780wh; 52V15AH 

  Adapter:Input:90-240V~50/60Hz.Max.3A 
Output: DC 58.8V, 3.0A 
Battery: DC 52V,15Ah 

Protection class : Class I 

Test Configuration 

Configuration Description 

Rated voltage: Refer to nameplate 

Rated frequency: Refer to nameplate 

Modes of Operation 

Mode Description  

Test mode1:TM1 Eut on 

General remark: 

All models used the similar construction  

                  

F7pro is selected to perform full tests. 

 

1.6 Deviations from the Standard 

No deviations from the applicable test standard were made during testing. 

1.7 Test Location 

Test Site: 
CHINA CEPREI (SICHUAN) LABORATORY. 
 
Address: 
No.45 Wenming Dong Road, Longquanyi Chengdu 610100 P. R. China 
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2 Test Details 

2.1 Conducted Disturbance at Mains Terminals 

2.2 Specification Reference 

EN IEC 55014-1:2021 

2.3 Equipment Under Test  

                F7PRO 

2.4 Test Method 

The EUT was placed on a 0.8 m non-conductive table for table-top equipment and on a 0.12 m insulated 
support for floor standing equipment above a ground reference plane all within a test laboratory.   
All power was connected to the EUT through an Artificial Mains Network (AMN).  Conducted disturbance 
voltage measurements on mains lines were made at the output of the AMN.  The AMN was placed 0.8m from 
the boundary of the EUT and bonded to the reference ground plane.

EUT

B

Wooden Plane

Wooden Table

A : Power Cable

B : Transformer

C : Receiver Cable

D : Shielded Room

Receiver

LISN
C

A

A 80cm

D
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Environmental Conditions 

Ambient Temperature 17.0~28.0 °C  

Relative Humidity 52.0~56.0 % 

Atmospheric Pressure 101.0 kPa  

Specification Limits 

Requirement for conducted emissions 

Frequency 

range 
 AC mains port dB(µV)  DC power port dB(µV) 

MHz Quasi-peak Average Quasi-peak Average 

0.15 to 0.5 79    66 89 76 

0.5 to 30 73 60 83 70 

 
 

Remark for test data: 
*Level=Reading Level + Correction Factor 
**Correction Factor=Cable Loss + LISN Factor 
(The Reading Level is recorded by software which is not shown in the sheet) 

Test Results 

Results for Configuration and Mode: TM1(worst case) 
 

Performance assessment of the EUT made during this test: Pass. 
 

Detailed results are shown below. 
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Test Mode : TM1(worst case) 
Remark : L1 
Test Date : 2025-03-10 
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Test Mode : TM1(worst case) 
Remark : N 
Test Date : 2025-03-10 
Test Mode : TM1(worst case) 

 

 
 

Test Location 

This test was carried out in 10m anechoic chamber. 
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2.5 Radiated Disturbance (30MHz to 6000MHz) 

Specification Reference 

EN IEC 55014-1:2021 

Equipment Under Test  

             F7PRO 

2.6 Test Method 

The EUT was set up in a semi-anechoic chamber on a remotely controlled turntable and placed on a non-
conductive  
< floor 0.1 m above a reference ground plane> 
< support 0.1 m above a reference ground plane> 
A prescan of the EUT emissions profile was made while varying the antennae-to-EUT azimuth and antenna-
to-EUT polarization using a peak detector; measurements were taken at a 3m/10m distance.  Using the 
prescan list of the highest emissions detected, their bearing and associated antenna polarization, the EUT 
was then formally measured using Quasi-Peak and Average detectors, as appropriate. The readings were 
maximized by adjusting the antenna height, polarization and turntable azimuth, in accordance with the 
specification. 
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2.7 Environmental Conditions 

 
Ambient Temperature 17.0~28.0 °C  

Relative Humidity 52.0~56.0 % 

Atmospheric Pressure 101.0 kPa  

 

2.8 Specification Limits 

               Below 1 GHz 

 
Required Specification Limits (Class A @ 10m) 

Frequency Range (MHz) Quasi-peak (dBµV/m) 
30 to 230 40 

230 to 1000 47 

 
Above 1 GHz 

Required Specification Limits (Class A @ 3m) 
Frequency Range (MHz) Average (dBµV/m) Peak (dBµV/m) 

1000 to 3000 56 76 
3000 to 6000 60 80 
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Test Results 

 
Results for Configuration and Mode: TM1 

 
Performance assessment of the EUT made during this test: Pass. 

 
Detailed results are shown below. 

 
 

Remark: During the formal test, we had tested the frequency points which were with the high values during the base 
noise test, and there weren’t higher values than base noise. The values of other points were not over the limit. So it 
complies with the requirement of radiated emission. 
 
Highest frequency generated or used within the EUT: Uncertainty 
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Radiated Electromagnetic Emissions 30MHz-1000MHz 

 
 

 
 

 
 
 
 
 
 
 

Operating Mode : TM1 (the worst case)   
Antenna polarization : Horizontal    Vertical  

Test By : Chen Cheng 
Test Date : 2025-03-10 
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Radiated Electromagnetic Emissions 30MHz-1000MHz 

 

 
 

 
 

 
 

Operating Mode : TM1(the worst case)   
Antenna polarization : Horizontal    Vertical  

Test By : Chen Cheng 
Test Date : 2025-03-10 

 
 

Test Location  

This test was carried out in 10m anechoic chamber. 
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2.9 Electrostatic discharge immunity test 

Specification Reference 

EN IEC 55014-2:2021 

Equipment Under Test  

F7PRO 

Test Method 

The equipment under test including associated cabling was configured on but insulted from, using a 0.5mm 
isolator, a horizontal coupling plane fitted to the top of a 0.8 m non-conductive floor for Floor-Stand 
equipment; and on a 0.1 m insulated support for floor standing equipment; above a ground reference plane 
all within a test laboratory.   
 
Using the air discharge method for non-metallic parts, contact discharge method for metallic parts with both 
vertical and horizontal couple plane discharge methods for the sides of the equipment under test, the 
required electrostatic discharge voltage levels in both voltage polarities were applied at the detailed pulse 
repartition rate.  
 
During this testing any anomalies in the equipment under tests performance was recorded. 

1
0

c
m

EUT

100cm

10cm

Wooden Plane

Ground plane

50cm

VCP

R=2x470

K

Lab 1

 
Floor-Stand equipment 

 
VCP: Vertical Coupling Plane 0.5 x 0.5 m           HCP: Horizontal Coupling Plane 0.95 x 1.6 m 
 

R. Ground: 2 x 2 m                                               R:  470 K 

 

Environmental Conditions 

Ambient Temperature 25.5 °C  

Relative Humidity 53.0 % 

Atmospheric Pressure 102.0 kPa  
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Specification Limits 

               Required Test Levels 

Performance Criteria 
Discharge type 

Discharge Level (kV) Number of discharges 

per location (each 

polarity) Positive Negative 

Air – Direct 2, 4 and 8 2, 4 and 8 see note 1 B 

Contact – Direct 4 4 see note 1 B 

Contact – Indirect 4 4 see note 1 B 

Supplementary information:   

Note 1. The EUT shall be exposed to at least 200 discharges, 100 each at negative and positive 

polarity, at a minimum of four test points. For Floor-Stand equipment one of the test points shall 

be the centre front edge of the horizontal coupling plane, which shall be subjected to at least 50 

indirect discharges (25 of each polarity). 

 

Test Results 

Results for Configuration and Mode: TM1 
 
Performance assessment of the EUT made during this test: Pass 
 
Detailed results are shown below. 

Date of Test: 2025-01-27 

 

ID Test Point Discharge Results 

   2kV 4kV 6kV 8kV 15kV 

   + - + - + - + - + - 

 HCP Contact N/A N/A A A N/A N/A N/A N/A N/A N/A 

 VCP Contact N/A N/A A A N/A N/A N/A N/A N/A N/A 

 All plastic seams Air N/A N/A N/A N/A N/A N/A A A N/A N/A 

 All metal seams Contact N/A N/A A A N/A N/A N/A N/A N/A N/A 

             

N/A: Not applicable 

Remark: No observable change. 

Test Location  

This test was carried out in ESD Lab.   
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2.10 Enclosure Port - Radio-frequency electromagnetic field Amplitude modulated 

Specification Reference 

EN IEC 55014-2:2021 

Equipment Under Test  

             F7PRO 

Test Method 

The equipment under test including associated cabling was configured, on a 0.1 m non-conductive floor for 
Floor-Stand equipment and on a 0.1 m insulated support for floor standing equipment; with a pre-calibrated 
semi anechoic chamber. 
 
All four sides of the equipment under test were subjected to the required RF field strength, modulated as 
described, swept over the frequency range of test with the antenna positioned in both horizontal and vertical 
polarizations. 
 
During this testing any anomalies in the equipment under tests performance was recorded. 
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Environmental Conditions 

Ambient Temperature 28.3 °C  

Relative Humidity 51.0 % 

Atmospheric Pressure 101.0 kPa  

 

Specification Limits 

               Required Test Levels 

Performance 

Criteria 

Frequency Range 

(MHz) 

Level 

(V/m) Modulation 

Step Size 

(%) Dwell (s) 

80 to 1000  10  AM (80 %,1 kHz, sine 

wave) 

1  >=1 A 

1400 to 6000 3 AM (80 %,1 kHz, sine 

wave) 

-- >=1 A 

Supplementary information:   

Note 1. EUT powered at one of the Nominal input voltages and frequencies 
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Test Results 

Results for Configuration and Mode: TM1 
 
Performance assessment of the EUT made during this test: Pass 
 
Detailed results are shown below. 

Date of Test: 2025-01-27 

 

Tabulated Results for RF Electromagnetic Field 80 - 1000 MHz 

Side of the 

equipment 

under test 

Antenna 

polarization 
Test Level Dwell Time 

Measuring 

distance 
Results 

All sides Horizontal 10 V/m 1 s 3 m A 

All sides Vertical 10 V/m 1 s 3 m  A 

  

Tabulated Results for RF Electromagnetic Field 1400 - 6000 MHz 

Side of the 

equipment 

under test 

Antenna 

polarization 
Test Level Dwell Time 

Measuring 

distance 
Results 

All sides Horizontal 3 V/m 1 s 3 m A 

All sides Vertical 3 V/m 1 s 3 m  A 

              Remark: No observable change. 

 

Test Location  

This test was carried out in lab. 
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2.11 Electrical fast transient /burst immunity test 

Specification Reference 

EN IEC 55014-2:2021 

Equipment Under Test  

               F7PRO 

Test Method 

The equipment under test including associated cabling was configured on but insulated from, using a 0.1 m 
isolator, a horizontal coupling plane fitted to the top of a 0.8 m non-conductive table for table-top equipment; 
and on a 0.1 m insulated support for floor standing equipment; above a ground reference plane all within a 
test laboratory.   
 
Using a CDN for power ports, capacitive coupling clamp for signal and control ports and a 33nF coupling 
capacitor for earth ports, the required fast transient burst voltage levels in both voltage polarities were applied 
at the detailed pulse repartition rate and duration of test.   
 
During this testing any anomalies in the equipment under tests performance was recorded. 
 

Mains Power Supply

Lab 2
EUT

Wooden Plane
100cm

EFT/Burst

Generator

Ground Plane

Wooden  Table

 Cable

Power Cable
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Environmental Conditions 

Ambient Temperature 25.3 °C  

Relative Humidity 56.0 % 

Atmospheric Pressure 102.0 kPa  

 

Specification Limits 

Required Test Levels   Input and output a.c. power ports 

Performance 

Criteria 

Line Under 

Test 
Level (kV) 

Repetition 

Rate (kHz) 

Test 

Duration  

Coupling 

Method 

Input and 

output a.c. 

power ports 

± 2.0 5 kHz 
2 min per 

polarity 
Direct B 

For extra low voltage a.c. ports and output a.c. ports, this testing is only applicable to 

ports interfacing with cables whose total length may exceed 3 m according to the 

manufacturer's functional specification. 

 

Required Test Levels   ports for DC Power Port 

Performance 

Criteria 

Line Under 

Test 
Level (kV) 

Repetition 

Rate (kHz) 

Test 

Duration  

Coupling 

Method 

DC Power 

port 
± 1 5 kHz 

2 min per 

polarity 
Direct B 

Not applicable to input ports intended for connection to a battery or a rechargeable 

battery which shall be removed or disconnected from the equipment for recharging.  

Equipment with a DC power input port intended for use with a dedicated AC–DC power 

adaptor shall be tested on the AC power input of the AC–DC power adaptor specified  

by the manufacturer (see the test level of Table 4). Where no adaptor is specified, the 

test shall be done on the DC power port using the test level of Table 4. Where an  

adaptor is specified, the test is applicable to DC power input ports only when intended 

to be connected permanently to cables longer than 3 m. 

The test may be performed at one or at both repetition frequencies. The use of 5 kHz 

repetition frequency is traditional; however, 100 kHz is closer to reality. 

 

Required Test Levels   ports for signal and control lines 

Performance 

Criteria 

Line Under 

Test 
Level (kV) 

Repetition 

Rate (kHz) 

Test 

Duration  

Coupling 

Method 

Signal and 

control lines 
± 1 5 kHz 

2 min per 

polarity 
Direct B 

Applicable only to ports interfacing with cables whose total length can exceed 3m 

according to the manufacturer’s function specification. 
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Test Results 

 
                Results for Configuration and Mode: TM1 

 
Performance assessment of the EUT made during this test: Pass 
 
Detailed results are shown below. 

Date of Test: 2025-01-27 

 
 

Tabulated Results for Fast Transient Burst Immunity 

Line under test 
Test Level  

(V/m) 

Repetition 

Rate 

Test 

Duration 

Coupling 

Method 
Result 

AC Power Line ± 2.0 kV 5 kHz 2 min CDN A 

Signal and 

control lines 
± 1.0 kV 5 kHz 

2 min 
CDN 

A 

                     
              Remark: No observable change. 

 
 

Test Location  

This test was carried out in Lab.      
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2.12 Surge immunity test 

Specification Reference 

EN IEC 55014-2:2021 

Equipment Under Test  

F7PRO 

Test Method 

The equipment under test including associated cabling was configured, on a 0.8 m non-conductive table for 
table-top equipment and on a 0.1 m insulated support for floor standing equipment above a ground reference 
plane all within a test laboratory.   
 
Using CDNs for power ports and appropriate coupling methods for applicable signal and control ports, the 
required number of surges was applied for each surge voltage level using both positive and negative surge 
voltage polarities.  Surges were applied at the power line frequency phase angles and repartition rates 
detailed.   
 
During this testing any anomalies in the equipment under tests performance was recorded. 
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Environmental Conditions 

Ambient Temperature 25.3 °C  

Relative Humidity 57.0 % 

Atmospheric Pressure 102.0 kPa  

 

Specification Limits 

  

Required Test Levels 

Input and output a.c. power ports 

Characteristics Test Levels Performance 

Criteria 

Wave-shape data 

Test levels    line to line with 2Ω impedance  

              line to earth with 12Ω impedance 

1.2/50 µs 

± 1.0 kV 

±2.0 kV 

B 

Note in addition to the specified test level, all lower levels as detailed in IEC 61000-4-5 

should also be satisfied. 

 

Required Test Levels 

Input and output d.c. power ports 

Characteristics Test Levels Performance 

Criteria 

Wave-shape data 

Test levels    line to line with 2Ω impedance  

              line to earth with 12Ω impedance 

1.2/50 µs 

± 0.5 kV 

±1.0 kV 

B 

Note in addition to the specified test level, all lower levels as detailed in IEC 61000-4-5 

should also be satisfied. 

 
 

Required Test Levels 

Signal ports 

Characteristics Test Levels Performance 

Criteria 

Wave-shape data 

Test levels line to earth with 12Ω mpedance 

1.2/50 µs 

± 1.0 kV  
B 

Note in addition to the specified test level, all lower levels as detailed in IEC 61000-4-5 

should also be satisfied. 
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Test Results 

               Results for Configuration and Mode: TM1 
 
Performance assessment of the EUT made during this test: Pass 
 
Detailed results are shown below. 

Date of Test: 2025-01-27 

 

Tabulated Results for Surge Immunity (Power Ports) 

Line Name Coupling Level Polarity 
Phase Angle 

(deg) 

No of 

Pulses 
Repetition 

Rate 
Result 

AC Power Cord Live to Live -1.0kV NEGATIVE 0,90,180,270 5 60 sec A 

AC Power Cord Live to Live +1.0kV POSITIVE 0,90,180,270 5 60 sec A 

AC Power Cord Live to Neutral -1.0kV NEGATIVE 0,90,180,270 5 60 sec A 

AC Power Cord Live to Neutral +1.0kV POSITIVE 0,90,180,270 5 60 sec A 

AC Power Cord Live to Earth -2.0kV NEGATIVE 0,90,180,270 5 60 sec A 

AC Power Cord Live to Earth +2.0kV POSITIVE 0,90,180,270 5 60 sec A 

AC Power Cord Neutral to Earth -2.0kV NEGATIVE 0,90,180,270 5 60 sec A 

AC Power Cord Neutral to Earth +2.0kV POSITIVE 0,90,180,270 5 60 sec A 

     Remark: No observable change. 

Test Location  

     This test was carried out in Lab.  
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2.13 Immunity to conducted disturbances, induced by radio-frequency fields 

Specification Reference 

EN IEC 55014-2:2021 

Equipment Under Test  

               F7PRO 

Test Method 

The equipment under test was configured, on but insulated from, using a 0.1 m isolator, a horizontal coupling 
plane fitted to the top of a 0.1 m non-conductive table for table-top equipment, above a ground reference 
plane all within a test laboratory. 
 
All associated cabling was configured, on but insulated from, using a 50 mm isolator, the same horizontal 
coupling plane as the equipment under test.   
 
Using CDNs, EM Clamps or current clamps as appropriate, the power ports and applicable signal and control 
ports were subjected to the required, pre calibrated RF injected signal strength, modulated as described, 
swept over the frequency range of test.   
During this testing any anomalies in the equipment under tests performance was recorded. 
 

  

 

Mains Power Supply

Lab 1

RF- Generator

A

EUT

DSignal Cable

A

B

C
A : Power Cable

B : Ground Plane

C : Wooden Plane

D : EM Clamp

30cm
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Environmental Conditions 

Ambient Temperature 25.8 °C  

Relative Humidity 54.0 % 

Atmospheric Pressure 101.0 kPa  

 

Specification Limits 

Required Test Levels 

Input and output a.c. power ports 

Performance 

Criteria 

Line Under 

Test 

Frequency 

Range 

(MHz) 

Level 

(V/m) 
Modulation 

Step 

Size 

(%)  

Dwell 

(s) 

Input and 

output a.c. 

power ports 

0.15 to 80 10  

AM (80 %,1 

kHz, sine 

wave) 

1 3 A 

For extra low voltage a.c ports and output a.c. ports, this testing is only applicable to 

ports interfacing with cables whose total length may exceed 3 m according to the 

manufacturer's functional specification. 

 

Required Test Levels 

Input and output D.C. power ports 

Performance 

Criteria 

Line Under 

Test 

Frequency 

Range 

(MHz) 

Level 

(V/m) 
Modulation 

Step 

Size 

(%)  

Dwell 

(s) 

Input and 

output d.c. 

power ports 

0.15 to 80 10  

AM (80 %,1 

kHz, sine 

wave) 

1 3 A 

For extra low voltage a.c ports and output a.c. ports, this testing is only applicable to 

ports interfacing with cables whose total length may exceed 3 m according to the 

manufacturer's functional specification. 

 

Required Test Levels 

Ports for signal lines and control lines 

Performance 

Criteria 

Line Under 

Test 

Frequency 

Range 

(MHz) 

Level 

(V/m) 
Modulation 

Step 

Size 

(%)  

Dwell 

(s) 

Signal and 

control port 
0.15 to 80 10 

AM (80 %,1 

kHz, sine 

wave) 

1 3 A 

Applicable only to ports interfacing with cables whose total length may exceed 3m 

according to the manufacturer’s function specification. 
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Test Results 

                Results for Configuration and Mode: TM1 
 
Performance assessment of the EUT made during this test: Pass 
 
Detailed results are shown below. 

Date of Test: 2025-01-27 

 
 

Tabulated Results for Injected current 

Line and sensitive 

frequency under 

test 

Test 

Level  
Step  

Dwell 

Time 

Coupling 

Method 
Modulation Result 

AC Power line 10V 1% 3s CDN 1kHz, 80% A 

 Remark: No observable change. 

 

Test Location  

This test was carried out in Lab.       
 

  



 
 
Model: F8, F8pro, F7pro, F7, F11, F11pro 

                    Report # SCC(25)-80252A-03-EMC 
30 / 38 

 

2.14 Enclosure Port - Power-frequency magnetic field 

2.15 Specification Reference 

EN IEC 55014-2:2021 

2.16 Equipment Under Test  

               N/A 

Test Method 

The equipment under test including associated cabling was configured on a non-conductive support at the 
volumetric center of the immunity coils. A pre calibrated input level was then applied to magnetic immunity 
coils at the detailed frequency and level for the required test period. 
 
The EUT was retested with the magnetic field applied in all 3 orthogonal planes of the EUT. 
 
During this testing any anomalies in the equipment under tests performance was recorded. 
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Environmental Conditions 

              N/A 

Specification Limits 

                

Required Test Levels 
Performance 

Criteria Application Level (A/m) Duration 

Continuous 

Field 

30 dependent on EUT operating cycle A 

Supplementary information:   

Note 1. EUT powered at one of the Nominal input voltages and frequencies 

Test Results 

Results for Configuration and Mode: N/A  
Performance assessment of the EUT made during this test: N/A 
 
Detailed results are shown below. 

 
 

Tabulated Results for Power Frequency Magnetic Immunity 

Orientation 
Operating 

Frequency 

Test 

Frequency 
Test Level Duration Result 

X axis 50 Hz 50 Hz 30A/m 1 min N/A 

Y axis 50 Hz 50 Hz 30 A/m 1 min N/A 

Z axis 50 Hz 50 Hz 30 A/m 1 min N/A 

 

Test Setup 

               N/A 

Test Location  

This test was carried out in Lab.       
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2.17 Voltage dips, short interruptions and voltage variations immunity tests 

Specification Reference 

EN IEC 55014-2:2021 

Equipment Under Test  

               F7PRO 

Test Method 

The equipment under test including associated cabling was configured, on a 0.8 m non-conductive table for 
table-top equipment and on a 0.1 m insulated support for floor standing equipment above a ground reference 
plane all within a test laboratory.  
  
Using a programmable power supply the equipment under test was subjected to the detailed supply voltage 
dips and interruptions. The required supply phase synchronization and test repetition rate, detailed, was 
controlled by the programmable power supply.  
During this testing any anomalies in the equipment under tests performance was recorded. 

 

 

Environmental Conditions 

             
Ambient Temperature 25.7 °C  

Relative Humidity 58.0 % 

Atmospheric Pressure 102.0 kPa  
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Specification Limits 

Voltage Dips 

Voltage Dips  

in % UT 

Test level 

in % UT 
Duration 

Performance  

Criteria 
50Hz 60Hz 

100 0 1 cycle 1 cycle B 

60 40 10 cycles 12 cycles C 

30 70 25 cycles 30 cycles  C 

100 0 250 cycles 300 cycles  C 

UT is the rated voltage of the Equipment Under Test 

 

Test Results 

               Results for Configuration and Mode: TM1 
 
Performance assessment of the EUT made during this test: Pass 
 
Detailed results are shown below. 

Date of Test: 2025-01-27 

 

Tabulated Results for Voltage Dip and Short Interruption 

Line under 

test 
Vnom 

Operating 

Frequency 
Test Level Duration Result 

Power line 230 V~ 50 Hz 0% of Vnom 1cycle A 

Power line 230 V~ 50 Hz 40% of Vnom 10 cycles  A 

Power line 230 V~ 50 Hz 70% of Vnom 25 cycles A 

Power line 230 V~ 50 Hz 0% of Vnom 250 cycles A 

 
  Remark: No observable change. 
   

Test Location  

This test was carried out in Lab.     
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3 Test Equipment Information 

General Test Equipment Used 

Conducted Emission Test 
 

DESCRIPTION MANUFACTURER MODEL NO. SERIAL NO. CAL. DUE DATE 

EMI receiver Rohde & Schwarz ESR3 102435 2026-01-28 

10dB Pulse Limiter Rohde & Schwarz ESH3-Z2 102621 2026-03-04 

LISN Rohde & Schwarz ENV4200 100445 2026-03-04 

 
Radiated Disturbance 
 

DESCRIPTION Manufacturer MODEL NO. Serial Number Cal. Due 

EMI test receiver Rohde & Schwarz ESR26 101667 2026-11-16 

Bi-Log Antenna A.H. System Inc. Bi-Log Antenna 101044 2026-08-18 

 
Electrostatic Discharge Test 
 

DESCRIPTION MANUFACTURER MODEL NO. SERIAL NO. CAL. DUE 
DATE 

ESD simulator EM TEST 
NX30.1/V05.0

2 
11788 2026-03-09 

 
Radiated, radio-frequency, electromagnetic field immunity test Test 
 

DESCRIPTION MANUFACTURER MODEL NO. SERIAL NO. CAL. DUE 
DATE 

Signal Generator Rohde & Schwarz SMB100A 181236 2026-07-08 

Power Amplifier Rohde & Schwarz BBA150 103452 2026-11-18 

Microwave Log-Periodic 
Antenna 

/ HL046E 100280 N/A 

Microwave Log-Periodic 
Antenna 

/ STLP 9149 00562 N/A 

Average Power Sensor Rohde & Schwarz NRP2 107150 2026-07-08 

 
Electrical Fast Transients Test 
 

DESCRIPTION MANUFACTURER MODEL NO. SERIAL NO. CAL. DUE 
DATE 

Burst Generator EM TEST 
UCS500N7/V9.

15a01 
P1814215010 2026-03-04 

 
     
        Conducted Immunity Test 
 

DESCRIPTION MANUFACTURER MODEL NO. SERIAL NO. CAL. DUE 
DATE 

Injected Current Test 
System 

EM TEST 
CWS500N/9.

04s04 
P1729201620 2026-03-04 



 
 
Model: F8, F8pro, F7pro, F7, F11, F11pro 

                    Report # SCC(25)-80252A-03-EMC 
35 / 38 

 

6dB Attenuator EM TEST ATT6/80 P1724199842 2026-03-04 

Coupling and 
Decoupling Network 

EM TEST CDN M532 50918    2026-03-04 

 
          Surges Test 
 

DESCRIPTION MANUFACTURER MODEL NO. SERIAL NO. CAL. DUE 
DATE 

EFT/Burst Module EM TEST 
UCS500N7/V

9.15a01 
P1814215010 2026-03-04 

Coupling and 
Decoupling Network 

EM TEST CNI503B9 P1815220007 
 

2026-03-04 

 
     Voltage Dips and Interruptions Test 
 

DESCRIPTION MANUFACTURER MODEL NO. SERIAL NO. CAL. DUE 
DATE 

Programmable liner ac 
source 

AMETEK RS90-PI-380 1824A02449 2026-09-18 
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4 Measurement Uncertainty 

For a 95% confidence level, the measurement uncertainties for defined systems are: 
 

System Measurement Uncertainty 

Test Items Extended Uncertainty 

Uncertainty for Radiated Emission in 10m chamber 30MHz-1000MHz 
 

Horizontal: 4.50dB; 
Vertical: 4.50dB; 

Uncertainty for Radiated Emission in 10m chamber 1000MHz-
18000MHz 

Horizontal: 5.00 dB; 
Vertical: 5.00 dB; 

Uncertainty for Conducted Emission 9kHz-150KHz 3.7dB 

Uncertainty for Conducted Emission 150kHz-30MHz  3.3dB 

Uncertainty for Radiated Electromagnetic Disturbance 9KHz-30MHz 3.20dB 

Uncertainty for RS test 49%, K=2 

Uncertainty for CS test 28%, K=2 (CDN) 

Uncertainty for ESD test The immunity measurement 
system uncertainty is within 
standard requirement and is based 
on a standard uncertainty 
multiplied by a coverage factor 
k=2, providing a level of 
confidence of approximately 95%. 

Uncertainty for EFT test 

Uncertainty for Surges test  

Uncertainty for PFMF test 

Uncertainty for Voltage Dips, Voltage Variations and Short 
Interruptions Test 

 
 
Measurement Uncertainty Decision Rule 
Determination of conformity with the specification limits is based on the decision rule according to IEC Guide 
115: 2007, clause 4.4.3 and 4.5.1. 
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Photos of the sample 
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Notice 
 

1. This Test Report shall be invalid without the stamp of the testing 
 

laboratory. 
 

2. Anycopy of this Report shall be invalid without the seal of the testing 
 

laboratory. 
 

3. This Report shall be invalid without Tester, Reviewer and Approver 
 

signature. 
 

4. Any alteration of this Report shall invalidate the entire Report. 
 

5. Client shall put forward any objections to the contents of this Report 

within 15 (fifteen) days of receipt. Thereafter the Report contents and 

conclusions remain   accepted and agreed and no further changes will 

be considered. 

6.  The test results presented in this report relate only to the object tested. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

CHINA CEPREI (SICHUAN) LABORATORY. 
 

No.45 Wenming Dong Road Longquanyi Chengdu 610100 P. R. China 
 
 
 
 
 
 
 
 


