                            FU32小胆机组件
1． 不配外壳。
2． 批发价格：330元人民币/台。
3． 不允许网络免邮费销售。
4． 市场定价, 中国地区598元/台, 其他地区98美元/台。如果某位商家被发现网路标价低于以上价格, 将取消拿货资格。
5． 外观以最新图片为准, 附件为最新网络图片。
6． 包装 12X21X17 CM  小于1.5Kg  
7． Specifications
• Driver tubes - 6J1X2
• Power tubes – FU32
• Power Output: 3W+3W @ 8 ohms 
• Frequency Response: 30-40Khz (+-1db)
• Input Sensitivity: 500mV 
• Signal-to-Noise Ratio: -80dB/3W  
• Residual Noise < 0.5mVac 
• Input AC Voltage: 85-264Vac 
• Power Consumption: 40W
• Input Impedance: 10K ohms
• Output Impedance: 16/8/6/4 ohms (Z11-EI48*24 Output Transformers) 

8． https://youtu.be/IaV_DU-RIJA参数与规格
•使用电子管6N4(12AX7/ECC83)和6P14(EL84/6BQ5)
•输岀功率: 3.5W+3.5W @ 8欧
•频率响应: 30-40Khz (+-1db)
•输入灵敏度: 500mV
•残余噪声< 0.6mVac
•工作电压: 100-240Vac
•电源功率: 38W
•输入阻抗: 50K欧
•输岀阻抗: 16/8/6/4欧(Japan Z11-EI48*24 Output Transformers)
•尺寸规格: 130mm(w)x130mm(d)x130mm(h)
•重量: 2.6kg 含包装
•输入端子: RCA座
•输岀端子: 4mm香蕉座
•AC电源端子:标准IEC座,自带保险装置(2A Fuse)
 
Integrated Tube Amplifier – PA0901A

A minimalist integrated amplifier with one pair of RCA inputs and a passive volume control to attenuate the output of its enhanced classical tube circuit comprised of a 6N4 (12AX7 or ECC83) twin triode feeding a single 6P14 (EL84 or 6BQ5) per channel, and also with our advanced switching power supply to deliver a 3.5 watts output per channel

Tubes
• Driver - 6N4 (12AX7 or ECC83)
• Power - 6P14 (EL84 or 6BQ5)

Specifications
• Power Output: 3.5W+3.5W @ 8 ohms
• Frequency Response: 30-40Khz (+-1db)
• Input Sensitivity: 500mV
• Signal-to-Noise Ratio: -80dB / 3.5W
• Residual Noise < 1mVac
• Input AC Voltage: 100-250Vac
• Power Consumption: 38W
• Input Impedance: 50K ohms
• Output Impedance: 8/6/4 ohms (Japan Z11-EI48*24 Output Transformers)
• Dimensions: 130mm (w) x 130mm (d) x 130mm (h)
• Weight: 2.6kg
• Input: RCA Jacks
• Output: Banana Jacks
• AC: Standard IEC Jack with Fuse protection (2A Fuse)

Note: Power cord is not included.

We reserve the rights to alter and improve the specifications in pursuit of better sound.
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